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Clamps BI-...

BI-32

BI-40

BI-50

BI-20 60 Nm

150 Nm

300 Nm

475 Nm

Ø20

Ø32

Ø40

Ø50

316 cm

359 cm

3110 cm

3213 cm

0.61 Kg

1.50 Kg

2.80 Kg

4.00 Kg

120 daN

300 daN

600 daN

950 daN

* *

* *
*

*

*

*

MISATI reserves the right to modify any characteristic of this catalogue. Check the last stage of information in  www.misati.com

NEW

Maximum pressure: 10 bar Material: F-114 Mechanized and hardened steelWork pressure: 6 bar

TYPE Fastening Momentum(  =0º) Piston Consumption WeightClamping Force (  =0º, r=50)

* These figures vary according to “  ” and “r”. Check  in Technical Data www.misati.com
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Assembly of the sensor
on one of the two sides

SI-... (P. 43)
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BI-32

BI-40

BI-50

BI-20

TYPE A B C D E F G H I J K L M N O P Q R S T U V W

150

205.5

243.5

278.5

32

42

52

62

70

91

104

110.5

53.5

78

95

115.5

31.5

43.5

53

61.5

7.5

10

13

12

17

25

30

47

29

43

52

56.5

21

31

38

44

16

21

26

31

7

9

11

13

M5

M6

M8

M10

2.1

2.1

2.1

2.1

4.2

5

6.8

8.5

12

18

22

27

10.5

15.5

18.5

21.5

5.5

5.5

7.5

9.5

28

40

50

60

22

30

37

44

13

22

25

35

M5

G1/8

G1/8

G1/8

9.8 34

11.8 51

15.8

17.8

62

71.5

Clamps BI-...
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