
Technical Data and Dimensions

Single Stage Vacuum Inlet Filter

The Busch single stage inlet filters
are designed specifically for
vacuum service, providing
protection for your vacuum pump.
The standard filter is rated for
particulates down to 10 microns
in size. inlet filters are
recommended for almost all
applications to prevent particulate
carry-over into the vacuum pump,
which can result in increased
maintenance and premature wear

of internal pump parts. Busch inlet
filters are constructed from carbon
steel and are supplied with
pleated paper filters. Other
materials are available. The
removable top is sealed with a
Buna gasket providing virtual leak
tight performance.

Filter Part (A) Models Connections In/Out A B C D E

530.001.00 0010/0012/0016/0021 3/4” BSP 3/4” BSP 35/16” 41/4” 313/16” 17/8” 15/16”

530.009.00 0025/0040/0063 11/4” FNPT 11/4” FNPT 45/16” 61/2” 53/4” 31/4” 25/8”

530.010.00 0100/0101 11/4” FNPT 11/4” FNPT 65/8” 85/16” 75/16” 41/8” 41/2”

530.011.00 0165/0205/0255/0305 2” FNPT 2” FNPT 101/8” 9” 83/4” 45/8” 51/8”

530.006.01 0400/0502/0630 3” FNPT 3” FNPT 16” 153/8” 131/4” 83/4” 61/4” 

Filter Assembly (B) Models Connections In/Out F G H J K

945.009.01 0010/0016 3/4” MNPT 3/4” MBSP 411/16” 51/8” 313/16” 31/2” 35/16”

945.005.01 0012/0021 3/4” HOSE 3/4” MBSP 411/16” 63/4” 313/16” 43/8” 35/16”

Filter Assembly (C) Models Connections In/Out F G H J K

945.006.01 0025/0040/0063 11/4” FNPT 11/4” MNPT 71/8” 77/16” 53/4” 43/16” 41/2”

945.007.01 0100/0101 11/4” FNPT 11/4” MNPT 93/4” 813/16” 75/16” 411/16” 63/8”

945.008.01 0165/0205/0255/0305 2” FNPT 2” MNPT 147/8” 101/4” 83/4” 55/8” 73/4” 

945.010.01 0400/0502/0630 3” FNPT 3” MNPT 231/8” 147/8” 131/4” 61/8” 113/8”
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