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Dh Dd L0 R S1 Sv1 SA1 F1 S2 Sv2 SA2 F2 S3 Sv3 SA3 F3 S4 Sv4 SA4 F4
241.14.32.038 32,0 16,0  38  94,1  5,7  2,5  3,2 536  7,6  2,5  5,1 715  8,6  2,5  6,1 809  9,5  3,4  6,1 894
241.14.32.044 32,0 16,0  44  79,6  6,6  2,9  3,7 525  8,8  2,9  5,9 700  9,9  2,9  7,0 788 11,0  4,0  7,0 876
241.14.32.051 32,0 16,0  51  67,0  7,5  3,3  4,2 503 10,0  3,3  6,7 670 11,3  3,3  8,0 757 12,5  4,5  8,0 838
241.14.32.064 32,0 16,0  64  53,0  9,6  4,2  5,4 509 12,8  4,2  8,6 678 14,4  4,2 10,2 763 16,0  5,8 10,2 848
241.14.32.076 32,0 16,0  76  44,1 11,7  5,1  6,6 516 15,6  5,1 10,5 688 17,6  5,1 12,5 776 19,5  7,0 12,5 860
241.14.32.089 32,0 16,0  89  37,2 13,5  5,9  7,6 502 18,0  5,9 12,1 670 20,3  5,9 14,4 755 22,5  8,1 14,4 837
241.14.32.102 32,0 16,0 102  32,0 15,6  6,8  8,8 499 20,8  6,8 14,0 666 23,4  6,8 16,6 749 26,0  9,4 16,6 832
241.14.32.115 32,0 16,0 115  29,0 17,4  7,5  9,9 505 23,2  7,5 15,7 673 26,1  7,5 18,6 757 29,0 10,4 18,6 841
241.14.32.127 32,0 16,0 127  25,0 19,5  8,5 11,0 488 26,0  8,5 17,5 650 29,3  8,5 20,8 733 32,5 11,7 20,8 813
241.14.32.139 32,0 16,0 139  23,1 21,6  9,4 12,2 499 28,8  9,4 19,4 665 32,4  9,4 23,0 748 36,0 13,0 23,0 832
241.14.32.152 32,0 16,0 152  21,5 23,4 10,1 13,3 503 31,2 10,1 21,1 671 35,1 10,1 25,0 755 39,0 14,0 25,0 839
241.14.32.178 32,0 16,0 178  18,3 26,4 11,4 15,0 483 35,2 11,4 23,8 644 39,6 11,4 28,2 725 44,0 15,8 28,2 805
241.14.32.203 32,0 16,0 203  15,8 31,2 13,5 17,7 493 41,6 13,5 28,1 657 46,8 13,5 33,3 739 52,0 18,7 33,3 822
241.14.32.254 32,0 16,0 254  12,6 39,0 16,9 22,1 491 52,0 16,9 35,1 655 58,5 16,9 41,6 737 65,0 23,4 41,6 819
241.14.32.305 32,0 16,0 305  10,3 46,5 20,2 26,3 479 62,0 20,2 41,8 639 69,8 20,2 49,6 719 77,5 27,9 49,6 798

Dh Dd L0 R S5 Sv5 SA5 F5 S6 Sv6 SA6 F6 S7 Sv7 SA7 F7 Sn Ln Fn
241.14.32.038 32,0 16,0  38 94,1 10,5  4,4  6,1 988 11,8  5,7  6,1 1110  15,2  11,0   4,2 1430  19,0  19,0 1787,9
241.14.32.044 32,0 16,0  44 79,6 12,1  5,1  7,0 963 13,6  6,6  7,0 1083  17,6  12,8   4,8 1401  22,0  22,0 1751,2
241.14.32.051 32,0 16,0  51 67,0 13,8  5,8  8,0 925 15,5  7,5  8,0 1039  20,0  14,5   5,5 1340  25,0  26,0 1675,0
241.14.32.064 32,0 16,0  64 53,0 17,6  7,4 10,2 933 19,8  9,6 10,2 1049  25,6  18,6   7,0 1357  32,0  32,0 1696,0
241.14.32.076 32,0 16,0  76 44,1 21,5  9,0 12,5 948 24,2 11,7 12,5 1067  31,2  22,6   8,6 1376  39,0  37,0 1719,9
241.14.32.089 32,0 16,0  89 37,2 24,8 10,4 14,4 923 27,9 13,5 14,4 1038  36,0  26,1   9,9 1339  45,0  44,0 1674,0
241.14.32.102 32,0 16,0 102 32,0 28,6 12,0 16,6 915 32,2 15,6 16,6 1030  41,6  30,2  11,4 1331  52,0  50,0 1664,0
241.14.32.115 32,0 16,0 115 29,0 31,9 13,3 18,6 925 36,0 17,4 18,6 1044  46,4  33,6  12,8 1346  58,0  57,0 1682,0
241.14.32.127 32,0 16,0 127 25,0 35,8 15,0 20,8 895 40,3 19,5 20,8 1008  52,0  37,7  14,3 1300  65,0  62,0 1625,0
241.14.32.139 32,0 16,0 139 23,1 39,6 16,6 23,0 915 44,6 21,6 23,0 1030  57,6  41,8  15,8 1331  72,0  67,0 1663,2
241.14.32.152 32,0 16,0 152 21,5 42,9 17,9 25,0 922 48,4 23,4 25,0 1041  62,4  45,2  17,2 1342  78,0  74,0 1677,0
241.14.32.178 32,0 16,0 178 18,3 48,4 20,2 28,2 886 54,6 26,4 28,2  999  70,4  51,0  19,4 1288  88,0  90,0 1610,4
241.14.32.203 32,0 16,0 203 15,8 57,2 23,9 33,3 904 64,5 31,2 33,3 1019  83,2  60,3  22,9 1315 104,0  99,0 1643,2
241.14.32.254 32,0 16,0 254 12,6 71,5 29,9 41,6 901 80,6 39,0 41,6 1016 104,0  75,4  28,6 1310 130,0 124,0 1638,0
241.14.32.305 32,0 16,0 305 10,3 85,3 35,7 49,6 879 96,1 46,5 49,6  990 124,0  89,9  34,1 1277 155,0 150,0 1596,5

subject to alterations

Dh = dia. of guide sleeve 
Dd = diameter of guide pin
L0 =  free length of spring
L1…Ln =  length of loaded spring 

(mm) as related to 
spring forces F1…Fn

LBL =  length of compacted-
spring (i.e. wire-to-wire)

F1…Fn =  forces (N) as related to 
length of spring L1…Ln

Sv1…Sv7 =  recommend. preload.
compression, as relat. 
to compress. S1…S7 

S1…Sn =  compr. as related to 
spring forces F1…Fn 

R = spring rate (N/mm) 
SA1…SA7 = working stroke (mm)

High Performance Compression Springs
DIN ISO 10243

241.14. High Performance Compression Springs DIN ISO 10243 Colour: „Green“
30% stroke 40% stroke 45% stroke 50% stroke

Order No

55% stroke 62% stroke 80% stroke 100% stroke
Order No

∅32

Dh Dd L0 R S1 Sv1 SA1 F1 S2 Sv2 SA2 F2 S3 Sv3 SA3 F3 S4 Sv4 SA4 F4
241.15.32.038 32,0 16,0  38 185,1  4,8  2,1  2,7  888  6,4  2,1  4,3 1185  7,2  2,1  5,1 1333  8,0  2,9  5,1 1481
241.15.32.044 32,0 16,0  44 158,1  5,7  2,5  3,2  901  7,6  2,5  5,1 1202  8,6  2,5  6,1 1360  9,5  3,4  6,1 1502
241.15.32.051 32,0 16,0  51 134,1  6,3  2,7  3,6  845  8,4  2,7  5,7 1126  9,5  2,7  6,8 1274 10,5  3,8  6,7 1408
241.15.32.064 32,0 16,0  64  99,1  8,1  3,5  4,6  803 10,8  3,5  7,3 1070 12,2  3,5  8,7 1209 13,5  4,9  8,6 1338
241.15.32.076 32,0 16,0  76  80,5  9,6  4,2  5,4  773 12,8  4,2  8,6 1030 14,4  4,2 10,2 1159 16,0  5,8 10,2 1288
241.15.32.089 32,0 16,0  89  69,2 11,1  4,8  6,3  768 14,8  4,8 10,0 1024 16,7  4,8 11,9 1156 18,5  6,7 11,8 1280
241.15.32.102 32,0 16,0 102  58,9 12,9  5,6  7,3  760 17,2  5,6 11,6 1013 19,4  5,6 13,8 1143 21,5  7,7 13,8 1266
241.15.32.115 32,0 16,0 115  51,5 14,7  6,4  8,3  757 19,6  6,4 13,2 1009 22,1  6,4 15,7 1138 24,5  8,8 15,7 1262
241.15.32.127 32,0 16,0 127  44,8 16,5  7,2  9,3  739 22,0  7,2 14,8  986 24,8  7,2 17,6 1111 27,5  9,9 17,6 1232
241.15.32.139 32,0 16,0 139  42,3 18,0  7,8 10,2  761 24,0  7,8 16,2 1015 27,0  7,8 19,2 1142 30,0 10,8 19,2 1269
241.15.32.152 32,0 16,0 152  37,9 19,8  8,6 11,2  750 26,4  8,6 17,8 1001 29,7  8,6 21,1 1126 33,0 11,9 21,1 1251
241.15.32.178 32,0 16,0 178  32,6 23,1 10,0 13,1  753 30,8 10,0 20,8 1004 34,7 10,0 24,7 1131 38,5 13,9 24,6 1255
241.15.32.203 32,0 16,0 203  28,9 26,4 11,4 15,0  763 35,2 11,4 23,8 1017 39,6 11,4 28,2 1144 44,0 15,8 28,2 1272
241.15.32.254 32,0 16,0 254  21,4 33,0 14,3 18,7  706 44,0 14,3 29,7  942 49,5 14,3 35,2 1059 55,0 19,8 35,2 1177
241.15.32.305 32,0 16,0 305  18,3 39,9 17,3 22,6  730 53,2 17,3 35,9  974 59,9 17,3 42,6 1096 66,5 23,9 42,6 1217

Dh Dd L0 R S5 Sv5 SA5 F5 S6 Sv6 SA6 F6 S7 Sv7 SA7 F7 Sn Ln Fn
241.15.32.038 32,0 16,0  38 185,1  8,8  3,7  5,1 1629  9,9  4,8  5,1 1832  12,8   9,3  3,5 2369  16,0  22,0 2961,6
241.15.32.044 32,0 16,0  44 158,1 10,5  4,4  6,1 1660 11,8  5,7  6,1 1866  15,2  11,0  4,2 2403  19,0  25,0 3003,9
241.15.32.051 32,0 16,0  51 134,1 11,6  4,8  6,8 1556 13,0  6,3  6,7 1743  16,8  12,2  4,6 2253  21,0  30,0 2816,1
241.15.32.064 32,0 16,0  64  99,1 14,9  6,2  8,7 1477 16,7  8,1  8,6 1655  21,6  15,7  5,9 2141  27,0  37,0 2675,7
241.15.32.076 32,0 16,0  76  80,5 17,6  7,4 10,2 1417 19,8  9,6 10,2 1594  25,6  18,6  7,0 2061  32,0  44,0 2576,0
241.15.32.089 32,0 16,0  89  69,2 20,4  8,5 11,9 1412 22,9 11,1 11,8 1585  29,6  21,5  8,1 2048  37,0  52,0 2560,4
241.15.32.102 32,0 16,0 102  58,9 23,7  9,9 13,8 1396 26,7 12,9 13,8 1573  34,4  24,9  9,5 2026  43,0  59,0 2532,7
241.15.32.115 32,0 16,0 115  51,5 27,0 11,3 15,7 1391 30,4 14,7 15,7 1566  39,2  28,4 10,8 2019  49,0  66,0 2523,5
241.15.32.127 32,0 16,0 127  44,8 30,3 12,7 17,6 1357 34,1 16,5 17,6 1528  44,0  31,9 12,1 1971  55,0  72,0 2464,0
241.15.32.139 32,0 16,0 139  42,3 33,0 13,8 19,2 1396 37,2 18,0 19,2 1574  48,0  34,8 13,2 2030  60,0  79,0 2538,0
241.15.32.152 32,0 16,0 152  37,9 36,3 15,2 21,1 1376 40,9 19,8 21,1 1550  52,8  38,3 14,5 2001  66,0  86,0 2501,4
241.15.32.178 32,0 16,0 178  32,6 42,4 17,7 24,7 1382 47,7 23,1 24,6 1555  61,6  44,7 16,9 2008  77,0 101,0 2510,2
241.15.32.203 32,0 16,0 203  28,9 48,4 20,2 28,2 1399 54,6 26,4 28,2 1578  70,4  51,0 19,4 2035  88,0 115,0 2543,2
241.15.32.254 32,0 16,0 254  21,4 60,5 25,3 35,2 1295 68,2 33,0 35,2 1459  88,0  63,8 24,2 1883 110,0 144,0 2354,0
241.15.32.305 32,0 16,0 305  18,3 73,2 30,6 42,6 1340 82,5 39,9 42,6 1510 106,4  77,1 29,3 1947 133,0 172,0 2433,9

subject to alterations

Dh = dia. of guide sleeve 
Dd = diameter of guide pin
L0 =  free length of spring
L1…Ln =  length of loaded spring 

(mm) as related to 
spring forces F1…Fn

LBL =  length of compacted-
spring (i.e. wire-to-wire)

F1…Fn =  forces (N) as related to 
length of spring L1…Ln

Sv1…Sv7 =  recommend. preload.
compression, as relat. 
to compress. S1…S7 

S1…Sn =  compr. as related to 
spring forces F1…Fn 

R = spring rate (N/mm) 
SA1…SA7 = working stroke (mm)

High Performance Compression Springs
DIN ISO 10243

241.15. High Performance Compression Springs DIN ISO 10243 Colour: „Blue“
30% stroke 40% stroke 45% stroke 50% stroke

Order No

55% stroke 62% stroke 80% stroke 100% stroke
Order No

F47




