
ESTAfilm-HV-Capacitor DATASHEET

TYPE   

Artikel: 5961-53795-03

NOMINAL RATINGS Standard IEC60871-1(2014)

Rated output Qn 760,0 kvar

Rated voltage Un 8,20 kV rms OPERATING TEMPERATURE

capacitance Cn 35,98 µF Minimum ambient: Tmin -25 °C

Rated current In 92,7 A Maximum ambient: Tmax +50 °C

Frequency fn 50

Isolation level Ui 38/95 kV BIL STORAGE TEMPERATURE

Internal fuse NO Ambient Tmin -50 °C

discharge resistor 600sec/75V Ambient Tmax +85 °C

installation outdoor

Connection I single phase TECHNOLOGY Allfilm

Dielectric Polypropylene

BUSHING D-401 Filling material C101

Number 2 Quantity of oil 19 l

Material Porcelain

Flash over distance 163 mm DESIGN DATA

Creepage distance 317 mm Weight 87 kg

Terminal M 16 Casing material Stainless steel ED

Painting RAL 7033

Mounting position vertical/horizontal

Dimensions 345*175*1005 mm

ROUTINE TEST

Test voltage

Terminal/Terminal 16.400 VAC,10s

Terminal/Terminal 0 VDC,10s

Terminal/Case 38.000 VAC,10s

DRAWING

ME-723-212-005 HT 1280 mm

HB 235 mm

H 1005 mm

A 246 mm

M 16 mm

Phafo 8.2/760/1/D 11.10.2016

Hz

Statements about product lifetime and FIT rate are based on calculations , field data and internal testing. They should only be interpreted as estimations. Also,
due to external factors, the lifetime and FIT rate in the field application may deviate from the calculated values. In general, nothing stated herein shall be
construed as a guarantee of quality or durability.

http://www.vishay.com/
http://www.zvei.org/en/association/publications/Pages/General-Safety-Recommendations-for-Power-Capacitors.aspx



