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. Metal/métal

USE :
.For common fluids
. Max. temperature Ts : 200°C 

DN 1/4" 3/8" 1/2" 3/4" 1" 1" 1/4 1" 1/2 2" 2" 1/2 3" 4"
Ref. L 53 53 67 65 79 92 101 115 145 154 180 Ref. 383

380/381 L1* 63 63 67 79 89 92 106 125 150 169 210 Check valve 380 + strainer 391
382/384 C 14 14 18 22 27,5 32 37 47 47 55 70 ( size strainer 391 

D 10 10 14 18,1 24,2 30,2 36,2 48,3 63 76 98   see DS 304 )
380.2.4 Weig. 0,28 0,29 0,46 0,58 0,8 1,28 1,76 3 5,78 9,08 13,86

381 Weig. 0,3 0,34 0,44 0,58 0,82 1,26 1,73 2,94 5,4 8,76 14,6

STANDARDS :
. DIRECTIVE 97/23/CE : CE N° 0035
  Risk category II

OPENING
PRESSURE (mbar) :

ADVICE : Our opinion and our advice are not guaranteed and SFERACO shall not be liable for the

consequences of damages. The customer must check the right choice of the products with the real service conditions.

Spring holder
Bolt

Nut
Washer

. Female/Female BSP Ref.380 1/4" to 4"

. Butt welding Ref.381 DN8 to DN100

. Female/Femalle NPT Ref.384 1/4" to 2"

Stainless steel 316

DESIGNATION

. Female/Female BSP with strainer Ref.383 3/8" to 4"

. Socket welding Ref.382 DN8 to DN100

MATERIALS :

Body
End cap

MATERIALS 

Stainless steel 304
Stainless steel 304

Stainless steel 304

RANGE :

. Stainless steel

. Max. pressure Ps : 25 bars 

Disc
Spring

Stainless steel 316
Stainless steel 316
Stainless steel 316

Stainless steel 316

Ref. : DS 380

Date : 08/07

Rev. : 3

. All positions

. 3 pieces spring type
SPECIFICATIONS :

Ref 380/381/382/383/384
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SS SPRING CHECK VALVE

Gasket PTFE 

SIZE :

* L1 for BW model

HEAD LOSS :


