
  

OPERATION 

The Ruel o SS-H High P essu e H d auli  p essu e s it h is 
a - a  leed o l  al e that is ope ated  p essu e a ti g 
o  a pisto  opposi g a  adjusta le sp i g fo e. The High 
s it h ill fu tio  as a o all  losed al e, hi h ill 
e t the i st u e t sig al he  the p o ess p essu e 
ea hes the set poi t. The al e ill the  eset afte  the 

p o ess p essu e has d opped elo  the dead a d a ge of 
the p essu e s it h.  

 

FEATURES 

•  stai less steel o st u tio  odels to N.A.C.E 
MR  a aila le  

• Sta da d ase a ge - ,  psi ith / ” pisto  
optio  

• Ope ati g p essu e a ge f o  .  to ,  psi 

• Up to ,  psi i st u e t sig al 

• Holds o sta t a d a u ate set poi ts 

• Desig ed fo  % plus o  i us epeata ilit  o  set 
poi ts 

• Mi i u  dead a d et ee  t ip a d eset p es-
su e 

• Sp i g a  e epla ed ith i st u e t a d se si g 
p essu e p ese t i  the se so  

 

PHONE: 504-340-0055 

FAX: 504-340-0056 

EMAIL: SALES@RUELCO.COM 

1209 DISTRIBUTORS ROW 

NEW ORLEANS, LA 70123 

DIMENSIONS  

A MAXIMUM  . ” ( .   

B MAXIMUM  . ” ( .   

C MAXIMUM  . ” ( .   

D . ” ( .   

PANEL MOUNT HOLE . ” (   

INSTRUMENT CONNECTION 
PORTS 

/ ” FNPT 



 

PARTS LIST 

PHONE: 504-340-0055 

FAX: 504-340-0056 

EMAIL: SALES@RUELCO.COM 

1209 DISTRIBUTORS ROW 

NEW ORLEANS, LA 70123 

ITEM QUANTITY DESCRIPTION MATERIAL 

  SPRING CAP  ST. STL. 

  SPRING ASTM-  OR INCONEL 

  PARTS TUBE ACETATE BUTYRATE 

  LOCK RING  ST. STL. 

  PANEL MOUNTING NUT OPTIONAL  CF- M ST. STL. 

  SPRING PLATE  ST. STL.  

  SPOOL -  PH ST. STL. 

  *  OUTER SPOOL SEALS NITRILE 

*  CENTER SPOOL SEAL URETHANE 

  TOP SLEEVE -  PH ST. STL. 

*  TOP SLEEVE SEALS NITRILE 

  BOTTOM SLEEVE  ST. STL. 

*  BOTTOM SLEEVE SEALS NITRILE 

  BODY  ST. STL. 

*  PISTON SEAL FLUOROCARBON 

* INDICATES ITEMS IN THE REPAIR KIT 

VALVE TYPE  WAY 

SET POINT DEVIATION +/- % 

DEADBAND % OF RANGE 

MAXIMUM HYDRAULIC    
INSTRUMENT PRESSURE 

,  PSI  BAR  

C  FACTOR .  

AMBIENT TEMPERATURE 
RANGE 

-  T  ° F 

-  TO ° C 

 SPECIFICATIONS  REPAIR KIT 

• H- - B  FOR STANDARD # ,# ,#  BASE  

 

OTHER TEMPERATURE RANGES AND SEAL     
COMPOUNDS AVAILABLE UPON REQUEST 

ORDERING CODE 

BODY CODE:   HH  



 

OPERATION 

The Ruel o SS-H High P essu e H d auli  p essu e s it h is 
a - a  leed o l  al e that is ope ated  p essu e a ti g 
o  a pisto  opposi g a  adjusta le sp i g fo e. The Lo  
s it h ill fu tio  as a o all  losed al e, hi h ill 
e t the i st u e t sig al he  the p o ess p essu e d ops 
elo  the set poi t. The al e ill the  eset afte  the p o-
ess p essu e has ise  a o e the dead a d a ge of the 

p essu e s it h.  

 

FEATURES 

•  stai less steel o st u tio  odels to N.A.C.E 
MR  a aila le  

• Sta da d ase a ge - ,  psi ith / ” pisto  
optio  

• Ope ati g p essu e a ge f o  .  to ,  psi 

• Up to ,  psi i st u e t sig al 

• Holds o sta t a d a u ate set poi ts 

• Desig ed fo  % plus o  i us epeata ilit  o  set 
poi ts 

• Mi i u  dead a d et ee  t ip a d eset p es-
su e 

• Sp i g a  e epla ed ith i st u e t a d se si g 
p essu e p ese t i  the se so  

 

PHONE: 504-340-0055 

FAX: 504-340-0056 

EMAIL: SALES@RUELCO.COM 

1209 DISTRIBUTORS ROW 

NEW ORLEANS, LA 70123 

DIMENSIONS  

A MAXIMUM  . ” ( .   

B MAXIMUM  . ” ( .   

C MAXIMUM  . ” ( .   

D . ” ( .   

PANEL MOUNT HOLE . ” (   

INSTRUMENT CONNECTION 
PORTS 

/ ” FNPT 



 

PARTS LIST 

PHONE: 504-340-0055 

FAX: 504-340-0056 

EMAIL: SALES@RUELCO.COM 

1209 DISTRIBUTORS ROW 

NEW ORLEANS, LA 70123 

ITEM QUANTITY DESCRIPTION MATERIAL 

  SPRING CAP  ST. STL. 

  SPRING ASTM-  OR INCONEL 

  PARTS TUBE ACETATE BUTYRATE 

  LOCK RING  ST. STL. 

  PANEL MOUNTING NUT OPTIONAL  CF- M ST. STL. 

  SPRING PLATE  ST. STL.  

  SPOOL -  PH ST. STL. 

  *  OUTER SPOOL SEALS NITRILE 

*  CENTER SPOOL SEAL URETHANE 

  TOP SLEEVE -  PH ST. STL. 

*  TOP SLEEVE SEALS NITRILE 

  BOTTOM SLEEVE  ST. STL. 

*  BOTTOM SLEEVE SEALS NITRILE 

  BODY  ST. STL. 

*  PISTON SEAL FLUOROCARBON 

* INDICATES ITEMS IN THE REPAIR KIT 

VALVE TYPE  WAY 

SET POINT DEVIATION +/- % 

DEADBAND % OF RANGE 

MAXIMUM HYDRAULIC    
INSTRUMENT PRESSURE 

,  PSI  BAR  

C  FACTOR .  

AMBIENT TEMPERATURE 
RANGE 

-  T  ° F 

-  TO ° C 

 SPECIFICATIONS  REPAIR KIT 

• H- - B  FOR STANDARD # ,# ,#  BASE  

 

OTHER TEMPERATURE RANGES AND SEAL     
COMPOUNDS AVAILABLE UPON REQUEST 

ORDERING CODE 

BODY CODE:   HL  



 

PHONE: 504-340-0055 

FAX: 504-340-0056 

EMAIL: SALES@RUELCO.COM 

1209 DISTRIBUTORS ROW 

NEW ORLEANS, LA 70123 

EXTERNAL SCALE 

A  of the a  Ruel o p essu e s it hes a  o e ith a  e te al ou ted a d ali ated s ale optio . The s ale    
allo s the use  to ui kl  a d a u atel  adjust the p essu e set poi t of the s it h ithout the eed fo  a  additio al 
testi g o  ali ati g. Si pl  aise o  lo e  the otto  of the lo k i g to the desi ed p essu e a d adjust the ap u til it  

eets the lo k i g. The p essu e s it h is o  set to the isi le a k o  the s ale. The s ale a  e used fo  a  field 
ou ti g o  pa el ou ti g situatio .  

ORDERING CODE 



 

PHONE: 504-340-0055 

FAX: 504-340-0056 

EMAIL: SALES@RUELCO.COM 

1209 DISTRIBUTORS ROW 

NEW ORLEANS, LA 70123 

#1 BASE - 1-1/4” PISTON RANGE CHART 

SPRING CODE RANGE 

B BLUE  - STANDARD 

G GREEN  - INCONEL 

  –  PSI 

(.  – .  BAR  

R RED  - STANDARD 

Y YELLOW  - INCONEL 

 -  PSI 

.  - .  BAR  

S SILVER  - STANDARD 

P PURPLE  - INCONEL 

—  PSI 

( . —  BAR  

MATERIAL (PISTON AND BASE) 

MATERIAL PISTON CODE 

 ST. STL.  

MONEL   

INCONEL  B 

HASTELLOY C-  G 

SUPER DUPLEX  K 

INCOLOY  P 

DUPLEX  U 

 MO  Y 

MAXIMUM OPERATION 
PRESSURE 

,  PSI  BAR  

BURST PRESSURE ,  PSI  BAR  

PROCESS CONNECTION / ” MNPT 

PROCESS CONNECTION / ” FNPT 

 SPECIFICATIONS  

ORDERING CODE 



 

PHONE: 504-340-0055 

FAX: 504-340-0056 

EMAIL: SALES@RUELCO.COM 

1209 DISTRIBUTORS ROW 

NEW ORLEANS, LA 70123 

#2 BASE - 1/2” PISTON RANGE CHART 

MATERIAL (PISTON AND BASE) 

MATERIAL PISTON CODE 

 ST. STL.  

MONEL   

INCONEL  C 

HASTELLOY C-  H 

SUPER DUPLEX  L 

INCOLOY  Q 

DUPLEX  V 

 MO  Z 

MAXIMUM OPERATION 
PRESSURE 

,  PSI  BAR  

BURST PRESSURE ,  PSI  BAR  

PROCESS CONNECTION / ” MNPT 

PROCESS CONNECTION / ” FNPT 

 SPECIFICATIONS  

ORDERING CODE 

SPRING CODE RANGE 

B BLUE  - STANDARD 

G GREEN  - INCONEL 

  –  PSI 

( .  – .  BAR  

R RED  - STANDARD 

Y YELLOW  - INCONEL 

 - ,  PSI 

. - .  BAR  

S SILVER  - STANDARD 

P PURPLE  - INCONEL 

, — ,  PSI 

( —  BAR  



 

PHONE: 504-340-0055 

FAX: 504-340-0056 

EMAIL: SALES@RUELCO.COM 

1209 DISTRIBUTORS ROW 

NEW ORLEANS, LA 70123 

#3 BASE - 1/4” PISTON RANGE CHART 

MATERIAL (PISTON AND BASE) 

MATERIAL PISTON CODE 

 ST. STL.  

MONEL   

INCONEL  D 

HASTELLOY C-  I 

SUPER DUPLEX  M 

INCOLOY  R 

DUPLEX  W 

MAXIMUM OPERATION 
PRESSURE 

,  PSI  BAR  

BURST PRESSURE ,  PSI  BAR  

PROCESS CONNECTION / ” MNPT 

PROCESS CONNECTION / ” FNPT 

 SPECIFICATIONS  

ORDERING CODE 

SPRING CODE RANGE 

B BLUE  - STANDARD 

G GREEN  - INCONEL 

,   – ,  PSI 

(  –  BAR  

R RED  - STANDARD 

Y YELLOW  - INCONEL 

,  - ,  PSI 

 -  BAR  

S SILVER  - STANDARD 

P PURPLE  - INCONEL 

,  - ,  PSI 

 -  BAR  



 

PHONE: 504-340-0055 

FAX: 504-340-0056 

EMAIL: SALES@RUELCO.COM 

1209 DISTRIBUTORS ROW 

NEW ORLEANS, LA 70123 

#0 BASE - 3” PISTON RANGE CHART 

MATERIAL (PISTON AND BASE) 

MATERIAL PISTON CODE 

 ST. STL.  

MONEL   

INCONEL  A 

HASTELLOY C-  F 

SUPER DUPLEX  O 

DUPLEX  T 

MAXIMUM OPERATION 
PRESSURE 

,  PSI  BAR  

BURST PRESSURE ,  PSI  BAR  

PROCESS CONNECTION / ” FNPT 

 SPECIFICATIONS  

ORDERING CODE 

SPRING CODE RANGE 

B BLUE  - STANDARD 

G GREEN  - INCONEL 

.  -  PSI 

(.  – .  BAR  

R RED  - STANDARD 

Y YELLOW  - INCONEL 

 -  PSI 

.  - .  BAR  

S SILVER  - STANDARD 

P PURPLE  - INCONEL 

 -  PSI 

.  - .  BAR  



 

PHONE: 504-340-0055 

FAX: 504-340-0056 

EMAIL: SALES@RUELCO.COM 

1209 DISTRIBUTORS ROW 

NEW ORLEANS, LA 70123 

#4 BASE - .187” PISTON RANGE CHART 

MATERIAL (PISTON AND BASE) 

MATERIAL PISTON CODE 

 ST. STL.  

MONEL   

INCONEL  E 

HASTELLOY C-  J 

SUPER DUPLEX  N 

DUPLEX  X 

MAXIMUM OPERATION 
PRESSURE 

,  PSI  BAR  

BURST PRESSURE ,  PSI  BAR  

PROCESS CONNECTION / ” MP CONE 

 SPECIFICATIONS  

ORDERING CODE 

SPRING CODE RANGE 

B BLUE  - STANDARD 

G GREEN  - INCONEL 

,  - ,  PSI 

(  –  BAR  

R RED  - STANDARD 

Y YELLOW  - INCONEL 

,  - ,  PSI 

 -  BAR  

S SILVER  - STANDARD 

P PURPLE  - INCONEL 

,  - ,  PSI 

 -  BAR  



 

PHONE: 504-340-0055 

FAX: 504-340-0056 

EMAIL: SALES@RUELCO.COM 

1209 DISTRIBUTORS ROW 

NEW ORLEANS, LA 70123 

DIFFERENTIAL - 3” PISTON 

RANGE CHART 

MAXIMUM OPERATION 
PRESSURE 

,  PSI  BAR  

MAXIMUM DIFFERENTIAL 
PRESSURE 

,  PSI  BAR  

PROCESS CONNECTION / ” FNPT 

 SPECIFICATIONS  

SPRING CODE RANGE 

B BLUE  - STANDARD 

G GREEN  - INCONEL 

.  -  PSI 

(.  – .  BAR  

R RED  - STANDARD 

Y YELLOW  - INCONEL 

 -  PSI 

.  - .  BAR  

S SILVER  - STANDARD 

P PURPLE  - INCONEL 

 -  PSI 

.  - .  BAR  

OPERATION 

The Ruel o Diffe e tial Base allo s a  of the Ruel o p essu e odies to easu e the p essu e diffe e e et ee  the 
uppe  a d lo e  po ts. Depe di g o  the i st u e t po ts used, the ase allo s fo  a isi g o  falli g p essu e diffe -
e e set poi t. T pi al use ould e to o e t the upst ea  a d do st ea  o e tio s to the ase i  o de  to 
dete i e a  u desi ed p essu e d op o  a logged filte  p essu e uild a d to a ti ate the safet  s it h.  



 

PHONE: 504-340-0055 

FAX: 504-340-0056 

EMAIL: SALES@RUELCO.COM 

1209 DISTRIBUTORS ROW 

NEW ORLEANS, LA 70123 

DIFFERENTIAL - 3” PISTON 

ORDERING CODE 

ITEM QUANTITY DESCRIPTION MATERIAL 

  UPPER HOUSING -  PH ST. STL. 

  LOWER HOUSING -  PH ST. STL. 

*  BODY SEAL FLUOROCARBON 

*  PISTON SEAL FLUOROCARBON 

  PISTON -  PH ST. STL. 

*  GUIDE SLEEVE SEALS FLUOROCARBON 

  GUIDE SLEEVE  ST. STL. 

  SEAL RETAINER FLUOROCARBON 

*  SPOOL SEALS FLUOROSILICON 

**  SPOOL SEAL BACKUP TEFLON 

  RETAINER RING  ST. STL. 

  SPOOL -  PH ST. STL. 

*  PISTON/ SPOOL SEAL FLUOROCARBON 

  LOCK WASHER  ST. STL. 

  HEX NUT  ST. STL. 

PARTS LIST 

REPAIR KIT 

• D- -  

 

OTHER TEMPERATURE RANGES AND SEAL     
COMPOUNDS AVAILABLE UPON REQUEST 
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