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NOTES: 1. DIAL & BEZEL ASSY ARE SEALED    CONFORMS TO IP65 2. DIAL COLORS:    CHARACTERS: WHITE    BACKGROUND: BLACK    POINTER: WHITE    INDICATOR: RED 3. INDICATOR LOCATION SHOWS WHERE SWITCH    OPERATES ON DECREASING FLOW. 4. INDICATOR ADJUSTMENT - 18° ANGULAR    ABOVE CENTERLINE TO 25° ANGULAR BELOW    CENTERLINE. FACTORY SET AT HORIZONTAL    CENTERLINE. 5. TO ADJUST SWITCH, TURN ADJUSTING SCREW    ON BACK OF CASE, CW TO RAISE    INDICATOR, CCW TO LOWER. 6. SWITCH OPERATION:    AT "PUMP OFF" CONTACTS 6-4 ARE OPEN    AND 1-6 ARE CLOSED. ON INCREASING    FLOW, CONTACTS 6-4 WILL CLOSE AND    1-6 WILL OPEN. BETWEEN THE INDICATOR    AND "PUMP ON" ON DECREASING FLOW    CONTACTS 6-4 WILL OPEN AND 1-6 WILL    CLOSE AT THE INDICATOR. 7. SWITCH RATING:    15 AMPS @ 125, 250, 480 VAC    1/2 AMP @ 125 VDC NON-INDUCTIVE    1/4 AMP @ 250 VDC NON-INDUCTIVE 8. INSULATION TEST: 1500V TO GROUND FOR    60 SECONDS. 9. SWITCH DIFFERENTIAL: 15° MAX.
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