
2187C.VSE 2187C.VSE - 32-PIECE SET OF 1,000 VOLT INSULATED TOOLS

References :

QTY DESCRIPTION

BC.90VSE Low temperature insulating gloves S9

BC.109VSE Safety overgloves S9

R.400AVSE 10-piece 1/4" insulated tool set

113.10TAVSE 1,000 Volt insulated adjustable wrench 30 mm

188.16AVSE 1,000 Volt insulated flat nose pliers

194.17AVSE 1,000 Volt insulated strippers

391.16AVSE 1,000 Volt insulated copper diagonal cutters

189.17AVSE 1,000 Volt insulated round nose pliers

187.18AVSE 1,000 Volt insulated combination pliers

412.14AVSE 1,000 Volt copper/alu cable cutter 14 mm

AV.HT1B Voltsage tester screwdriver 90 to 480 Volts

701B Multifunction tester

46.8AVSE 1,000 Volt insulated open-end wrench 8 mm

46.10AVSE 1,000 Volt insulated open-end wrench 10 mm

46.11AVSE 1,000 Volt insulated open-end wrench 11 mm

46.12AVSE 1,000 Volt insulated open-end wrench 12 mm

Description :

• For electrical equipment installers. • Supplied in leather 
wallet BV.7A. • Dimensions: 445 x 330 x 185 mm. Weight: 
8.500 kg.
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QTY DESCRIPTION

46.13AVSE 1,000 Volt insulated open-end wrench 13 mm

46.14AVSE 1,000 Volt insulated open-end wrench 14 mm

46.17AVSE 1,000 Volt insulated open-end wrench 17 mm

46.19AVSE 1,000 Volt insulated open-end wrench 19 mm

83.3AVSE 1,000 Volt insulated keys 3 mm

83.4AVSE 1,000 Volt insulated keys 4 mm

83.6AVSE 1,000 Volt insulated keys 6 mm

A3,5X100VE 1,000 Volt insulated slotted head screwdrivers 3.5x100 mm

A4X100VE 1,000 Volt insulated screwdriver for slotted heads 4x100 mm

A5,5X150VE 1,000 Volt slotted head screwdrivers 5.5x150 mm

A6,5X150VE 1,000 Volt slotted head screwdrivers 6.5x150 mm

A8X150VE 1,000 Volt insulated screwdriver for slotted heads 8x150 mm

AP0X75VE 1,000 Volt screwdrivers for Phillips® PH 0 head

AP1X100VE 1,000 Volt screwdrivers for Phillips® PH 1 head

AP2X125VE 1,000 Volt screwdrivers for Phillips® PH 2 head

BV.7A Leather fold-down front case
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