
Camloc® D4002

BN 34081 - Studs cross recess head

Manufacturer

Product description • Max. tensile strength 4700 N
Working load 3100 N

Brand Camloc®

Brandtype D4002

Material Steel

Surface zinc plated

Article no. Code L ±0,5

300162462 D40S5-4AGV 19,04

300162463 D40S5-5AGV 19,8

300176978 D40S5-6AGV 20,56

300162523 D40S5-7AGV 21,32

300176979 D40S5-8AGV 22,08

300162528 D40S5-9AGV 22,84

300162527 D40S5-10AGV 23,6

300162525 D40S5-11AGV 24,36

300176980 D40S5-12AGV 25,12

300176981 D40S5-13AGV 25,88

300162524 D40S5-14AGV 26,64

300176982 D40S5-15AGV 27,4

300176984 D40S5-16AGV 28,16

3830725 D40S5-4AGV 19,04

3828941 D40S5-5AGV 19,8

3829973 D40S5-6AGV 20,56

3831493 D40S5-7AGV 21,32

3833172 D40S5-8AGV 22,08



Article no. Code L ±0,5

3830456 D40S5-9AGV 22,84

3830662 D40S5-10AGV 23,6

3830435 D40S5-11AGV 24,36

3831347 D40S5-12AGV 25,12

3829347 D40S5-13AGV 25,88

3831088 D40S5-15AGV 27,4

3831332 D40S5-16AGV 28,16


