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PHSxx-2400

PHSxxx-xxxxL

Issue Change Position Date Sign.

Name
Max working 

pressure 
MPa

Effective oil 
capacity 

cm³

Capacity 
low 

pressure 
cm³/stroke

Capacity 
high 

pressure 
cm³/stroke

Pump force @ 
max working 

pressure         
N

Pressure 
gauge

P      
Pressure 

connection

R         
Return 

connection

A 
mm

B 
mm

C 
mm

D 
mm

E 
mm

F 
mm

G 
mm

H 
mm

J 
mm

K 
mm

L         
Ø mm

Weight 
kg

PHS70-300 70 300 20 1 350 AMT801 G1/4" G1/4" 320 170 110 80 75,3 275 68 84 93 14 6,6 6
PHS70-1000 70 1000 20 2 320 AMT801 G1/4" G1/4" 620 170 110 80 75,3 575 68 84 93 14 6,6 8,1
PHS70-2400 70 2400 20 2 320 AMT801 G1/4" G1/4" 620 170 110 80 127 575 68 84 93 14 6,6 9,9

PHS70-2400W 70 2400 20 2 320 --- G1/4" G1/4" 620 170 110 80 127 575 68 84 -- 14 6,6 8,7
PHS70-4100 70 4100 20 2 320 AMT801 G1/4" G1/4" 620 170 140 100 209 575 68 84 93 14 6,6 13,7
PHS80-300 80 300 20 1 400 AMT801 G1/4" G1/4" 320 170 110 80 75,3 275 68 84 93 14 6,6 6
PHS80-1000 80 1000 20 2 360 AMT801 G1/4" G1/4" 620 170 110 80 75,3 575 68 84 93 14 6,6 8,1
PHS80-2400 80 2400 20 2 360 AMT801 G1/4" G1/4" 620 170 110 80 127 575 68 84 93 14 6,6 9,9
PHS80-4100 80 4100 20 2 360 AMT801 G1/4" G1/4" 620 170 140 100 209 575 68 84 93 14 6,6 13,7
PHS100-300 100 300 20 1 500 TX104 G1/4" G1/4" 320 170 110 80 75,3 275 68 84 93 14 6,6 6

PHS100-1000 100 1000 20 1 230 TX104 G1/4" G1/4" 620 170 110 80 75,3 575 68 84 93 14 6,6 8,1
PHS100-2400 100 2400 20 1 230 TX104 G1/4" G1/4" 620 170 110 80 127 575 68 84 93 14 6,6 9,9
PHS100-4100 100 4100 20 1 230 TX104 G1/4" G1/4" 620 170 140 100 209 575 68 84 93 14 6,6 13,7
PHS150-1000 150 1000 20 1 370 TX104 G1/4" G1/4" 620 170 110 80 75,3 575 68 84 93 14 6,6 8,1
PHS150-2400 150 2400 20 1 370 TX104 G1/4" G1/4" 620 170 110 80 127 575 68 84 93 14 6,6 9,9
PHS150-1000L 150 1000 20 1 370 AMT151 G1/4" G1/4" 620 170 110 80 75,3 575 68 84 134 --- 6,6 8,7
PHS150-2400L 150 2400 20 1 370 AMT151 G1/4" G1/4" 620 170 110 80 127 575 68 84 134 --- 6,6 10,5
PHS200-1000L 200 1000 20 0,7 380 AMT301 9/16-18 UNF G1/4" 620 170 110 80 75,3 575 68 84 134 --- 6,6 8,7
PHS200-2400L 200 2400 20 0,7 380 AMT301 9/16-18 UNF G1/4" 620 170 110 80 127 575 68 84 134 --- 6,6 10,5
PHS240-2400L 240 2400 20 0,7 460 AMT301 9/16-18 UNF G1/4" 620 170 110 80 127 575 68 84 134 --- 6,6 10,5
PHS280-2400L 280 2400 20 0,7 540 AMT301 9/16-18 UNF G1/4" 620 170 110 80 127 575 68 84 134 --- 6,6 10,5
PHS300-1000L 300 1000 20 0,5 425 AMT401 9/16-18 UNF G1/4" 620 170 110 80 75,3 575 68 84 134 --- 6,6 8,7
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