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Technical informations

Light signaling

The rules give prominence to audible and light units because they allow to:

Increase workers, goods and environment safety

Simplify surveillance, control and maintenance of equipment and processes

Facilitate quick status recognition

The process and personnel tasks that have to be fulfilled involve the choice of particular signals.

The use of colored signalling units is one of the most efficient means of communication.

Specific meanings are attributed to certain colors ( see table below ) and these colors must be easily identifiable and distinguishable 

from the background color.

The regulations specify that stack lights used for machinery must follow a right sequence from top to the bottom: 

Red, yellow, blue, green and white.

Steady light unit with LED are commonly 

used to inform.

Intermittent light units with LED or strobe 

are commonly used to draw the attention 

and communicate alerts.

COLOR CODES

COLOR
MEANING

Environmental and personnel safety Process condition Device condition

DANGER EMERGENCY BREAKDOWN

  WARNING / ATTENTION ABNORMAL ABNORMAL

SAFETY NORMAL NORMAL

OBLIGATION / ACTION REQUIRED

HAS NO A SPECIFIC MEANING



The message originate from an audible signalling is used when:

Optical codes have restrictions

Draw the personnel attention is required

Is necessary to have more info due to a critical situation

Info needs immediate effect

Info to codify are shorts and easy

BEL (B) used to be the official measurement unit of sound and was 

replaced by Decibel (dB) that is one/tenth of Bel. Decibel is a logarithmic 

measurement unit and depends by environmental states as frequency, spe-

ed, rain, foggy, moisture etc.

Audible signalling must be heard and easily understood from personnel 

and people around the area expected.

120 dB

100 dB

70 dB

50 dB

30 dB

The audible signalling must be heard clearly and be distinguished from other 

noises or sounds around and have a specific meaning (EN 7731).

Audible signalling must be heard clearly at distance. The acoustic pressure 

level A of the audible unit must be higher than acoustic pressure level of 

noises at least of 15 dB.

Audible signaling

Decibel

Recognizable

Acoustic



If sound spread in every direction, the level decrease by 6 dB every twice the 

distance from source ( take a look to the theorical  chart on the right ).

MTTF is the abbreviation of Mean Time To Dangerous Failure. It’s a parame-

ter used to identify reliability of one product as average life before a dange-

rous malfunction happens. MTTF is a statistic value, measured in years, recor-

ded with tests or experiences and not give a guarantee of life or operating 

device. MTTF values have been calculated for many of our products. Please 

contact us for more details.

Distance
( mt )

Fade out 
( dB A )

1 - 0

2 ( double of 1 meter ) - 6

4 ( double of 2 meter ) - 12

8 - 18

16 - 24

32 - 30

64 - 36

128 - 42

256 - 48

512 - 54

How to calculate effective distance

MTTFd

Notes



Stack Stack lights
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370 Serie
Modular stack light

Technical features

Ø 70

Compliance

Directive CEE 2014/35 Low voltage - Directive CEE 2014/30 

Electromagnetic compatibility - Directive CEE 2006/42 Machinery

Conformity to standards

EN 60204.1 - EN 60947.5.1 - EN 60073 - EN 60529 - 

EN 60068.2.6 - EN60068-2-27 - EN ISO 7731 - EN 981 - IEC 536

Material

Visual and audio module, cable unit, polycarbonate cap and base. 

Anodised aluminium or polycarbonate tube. 

Nylon glass fiber fitting for 90 ° fixing.

Operating voltage

250 V max.

Protection degree

IP 64 ( if correctly assembled with cap and gasket ) 

Homologations

UL, CSA, CE

Protection against electric shock

Class II, double safety insulation with polycarbonate poles.

Class I with metal poles according to IEC 536.

Operating temperature

- 20° C + 50° C ( 12V 40°C )

Resistance to vibrations

2 day min ( 10-150 Hz ) according to EN 60068-2-6.

Modules color

      
Bulb

Bayonet connection type BA 15d - 5W max.

With flash circuits Xenon bulb

Number of combinable units

Max 7 units ( excluding the single lamp version which allows a 

maximum of 2 )

Connections

With screw cable clamp ( max cable 1,5 mm2 ).

Connection Id. Code

C - Common to all signal units. Numbers from 1 to 7 refer to 

each single module from the base to the top.

Modular stack light with standard diamether (Ø 70 mm) able to use multicolor and multifunction modules.

The 370 is the first stack light able to overlap up to 7 modules.

The quality, duration and innovative technical solutions are the basis of its success.
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370 Serie

Modular structure
COMBINED MODULES

LIGHT MODULES

TERMINAL UNITS

ACCESSORIES

STANDARDCOMPATTA 
CON CONNETTORE

PRECABLATA CON RITENUTA 
MAGNETICA

CON PRESSACAVO

ACOUSTIC MODULES

ClickClickClack
Quick removal unit

Find out more ...

55P62 54-90 88-22 54-10 54-10

54-10

88M10

54M65

80-KK

55P62

55P6280-KK

88M10 88F1088-10



ClickClickClack

Anti-removal
block block 

Modular stack lights
370 serie



Custom colorscolors

24 V DC

230 V AC

Alimentation Alimentation 
separateseparate
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Terminal units 

Codes and data for ordering

90-01

90-02

90-07

90M01

90M02

90M03

Codes and data for ordering

93S02

93S02C5

93S02C8

93S07

93S07C5

93S07C8

Codes and data for ordering

90R01

90R02

90R07

Its the connection unit between modules and the control circuits. 

Essential for the correct functioning of the light column.

The connection terminal block has 8 

terminals, allows the assembly of 7 light 

sectors or alternatively 6 light sectors 

plus an acoustic module. Possibility of 

direct installation or on polycarbonate 

extension tube.

M12 male connector with 5 or 8 poles. 

The 5-pole connector allows the assembly 

of 4 light sectors or 3 light sectors and an 

acoustic one, the 8-pole connector allows 

the assembly of 7 light sectors or alterna-

tively 6 light sectors plus an acoustic one.

Easy assembly without drilling. 

Great flexibility of use, possi-

bility of rapid repositioning. 

Perpendicular installation without pro-

blems. Equipped with M12 cable gland 

for lateral cable entry. We recommend 

the use of a maximum of 5 signaling 

modules (4 luminous + 1 acoustic). Sup-

plied with lid for upper closure in case the 

acoustic module is not used.

Standard
terminal unit

Compact
terminal unit

Terminal unit
with magnetic seal

Technical features

Operating voltage

Max 240V, 35 W

Protection degree

IP 64 if correctly mounting 

with cap and gasket

Protection against electric shock

Class II

Operating temperature

-20/+50 C°

Material

Polycarbonate

Operating voltage

Max 240V, 35 W

Protection degree

IP 54 if correctly mounting 

with cap and gasket

Protection against electric shock

Classe II

Operating temperature

-20/+50 C°

Material

Bayblend

Operating voltage

Max 240V, 35 W

Protection degree

IP 64 if correctly mounting 

with cap and gasket

Protection against electric shock

Class II

Operating temperature

-20/+50 C°

Material

Polycarbonate

Technical features Technical features
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370 Serie

Terminal units 

Codes and data for ordering

90-01CF

90-02CF

90-07CF

Codes and data for ordering

90-01C5

90-02C5

90-02C5

Codes and data for ordering

90-01PC

90-02PC

90-07PC

Connections with terminals or pre-wired. Screw terminals or with wire clamp. Section max 1,5 mm2. 

Connection identification: C- common for all sectors 1 - 7 reference of the colored sectors starting from the bottom.

Connection area with M12 cable gland 

for lateral entry of the connection con-

ductor. The connection terminal block has 

8 terminals, allows the assembly of 7 light 

sectors or 6 light sectors plus an acoustic 

one. Possibility of direct installation. 

Supplied with lid for upper closure in case 

the acoustic module is not used.

Connector for side entry of the connection conductor. The connection terminal block 

has 8 terminals, allows the assembly of 7 light sectors or alternatively 6 light sectors plus 

an acoustic module. Possibility of direct installation (4 predispositions with two different 

center distances are available). Supplied with lid for upper closure in case the acoustic 

module is not used.

C5 -> 30 cm cable equipped with a 5-pole M12 male connector

CF -> 5-pole cable with a length of 50 cm

Terminal unit
with cable gland

Terminal unit
with cable

Operating voltage

Max 240V, 35 W

Protection degree

IP 64 if correctly mounting 

with cap and gasket

Protection against electric shock

Class II

Operating temperature

-20/+50 C°

Material

Polycarbonate

Operating voltage

Max 240V, 35 W

Protection degree

IP 54 if correctly mounting 

with cap and gasket

Protection against electric shock

Classe II

Operating temperature

-20/+50 C°

Material

Bayblend

Technical features Technical features
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Tricolor module

Quadricolor module

Code Colors Bulb Functions Sound Voltage Current

4Q1B 5632
 

 
LED

Steady light
Flashing light

Pulse or
continuous

24V DC-AC 110 mA

Light module with bright and diffuse LED. In the presence of 2 or more alarms, the module lights up alternately in the colors 

corresponding to the event. It has a lens with horizontal and vertical lines for a correct diffusion at 370 °.

Two other sectors can be stacked in addition to the Quadricolor sector.

Light module with bright and diffuse LED. In the presence of 2 or more alarms, the module lights up alternately in the colors 

corresponding to the event. It has a lens with horizontal and vertical lines for a correct diffusion at 370 °.

Three other sectors can be stacked in addition to the Quadricolor sector.

Code Colors Bulb Functions Sound Voltage Current

4T1B 532   LED Steady light
Pulse or

continuous
24V DC 100 mA

4T5B 532   LED Steady light
Pulse or

continuous
24V DC 100 mA

M4T5B 532   LED

Steady light
Flashing light
Rotating light
Multifunction

Pulse or
continuous

24V DC 100 mA

4T1B 632   LED Steady light
Pulse or

continuous
24V DC 100 mA

4T5B 632   LED Steady light
Pulse or

continuous
24V DC 100 mA

M4T5B 632   LED

Steady light
Flashing light
Rotating light
Multifunction

Pulse or
continuous

24V DC 100 mA
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370 Serie

Steady light module with LED light

Steady light module with diffuses light. Progressive color variations of the module eliminate the possibility

of wrong communications. The use of Leds as a light source ensures safety for operators.

 Environmentally friended; recyclability, re-usability and reparability. 

Module color Codes and data for ordering

24 V DC-AC 115 V AC 240 V AC

12-4B 12-4F 12-4G

13-4B 13-4F 13-4G

14-4B 14-4F 14-4G

15-4B 15-4F 15-4G

16-4B 16-4F 16-4G

19-4B 19-4F 19-4G

Light color Codes and data for ordering

24 V DC-AC 115 V AC 240 V AC

6124B 6124F 6124G

6134B 6134F 6134G

6144B 6144F 6144G

6154B 6154F 6154G

6164B 6164F 6164G

Colored module

Neutral module

Technical features

Type of optics

Lens with triangular rifling horizontal and vertical for a 

correct 370° diffusion

Illuminations

with 10 high brightness LED

Bulb

with bayonet connection type BA 15d

Operating voltage

from 24 V to 240 V

Current

max 50 mA
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Steady light module with LED high brightness

The use of high brightness LED, ensure safe communications in all conditions of use and safety for operators.

 Environmentally friended; recyclability, re-usability and reparability.

*Diffused light

*Diffused light

Module color Codes and data for ordering

12 / 24 V 115 V AC 240 V AC

12H4B 12HD4B* 12H4F 12HD4F* 12H4G 12HD4G*

13H4B 13HD4B* 13H4F 13HD4F* 13H4G 13HD4G*

14H4B 14HD4B* 14H4F 14HD4F* 14H4G 14HD4G*

15H4B 15HD4B* 15H4F 15HD4F* 15H4G 15HD4G*

16H4B 16HD4B* 16H4F 16HD4F* 16H4G 16HD4G*

19H4B 19HD4B* 19H4F 19HD4F* 19H4G 19HD4G*

Light color Codes and data for ordering

12 / 24 V 115 V AC 240 V AC

612H4B 612HD4B* 12H4F 612HD4F* 12H4G 612HD4G*

613H4B 613HD4B* 13H4F 613HD4F* 13H4G 613HD4G*

614H4B 614HD4B* 14H4F 614HD4F* 14H4G 614HD4G*

615H4B 615HD4B* 15H4F 615HD4F* 15H4G 615HD4G*

616H4B 616HD4B* 16H4F 616HD4F* 16H4G 616HD4G*

619H4B 619HD4B* 19H4F 619HD4F* 19H4G 619HD4G*

 Colored module

Neutral module

Type of optics

Lens with triangular rifling horizontal and vertical for a 

correct 370° diffusion

Illuminations

with 10 high brightness LED

Different light: Progressive color variations of the modu-

le eliminate the possibility of wrong communications.

Diffused light: The module is illuminated evenly over its 

entire surface.

Bulb

with bayonet connection type BA 15d

Operating voltage

from 12 V to 240 V

Current

max 150 mA

Technical features
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370 Serie

Steady light module with lamp holder BA 15d

Steady light module with lamp holder BA 15d.

It allows the use of LED lamps in addition to 5 W incandescent bulbs. Bulbs not included.

 Environmentally friended; recyclability, re-usability and reparability.

Type of optics

Lens with triangular rifling horizontal and vertical for a 

correct 370° diffusion

Illuminations

LED or incandescent bulb

Bulb

with bayonet connection type BA 15d

Max 5 W

Operating voltage

from 12 V to 240 V

Module color Codes and data for ordering

12-00 12D00*

13-00 13D00*

14-00 14D00*

15-00 15D00*

16-00 16D00*

19-00 19D00*

Module color Codes and data for ordering

12Y00

13Y00

14Y00

15Y00

16Y00

19Y00

Module powered separately. Max 3 stackable modules.

*Diffused light

Technical features
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 Flashing light module with LED light

Flashing light module which guarantees certain and unequivocal information over time.

The use of Leds as a light source ensures safety for operators.

 Environmentally friended; recyclability, re-usability and reparability.

Type of optics

lens with triangular rifling horizontal and vertical for a 

correct 370° diffusion

Illuminations

LED

Different light: Progressive color variations of the modu-

le eliminate the possibility of wrong communications.

Bulb

bayonet connection type BA 15d - Max 5 W

Operating voltage

from 12 V to 240 V

Current

LED lamp: 

24 V, 50 mA – 115 V, 20 mA – 240 V 15 mA 

LED high brightness lamp: 

24 V, 130 mA – 115 V, 25 mA – 240 V 20 mA

Module color Codes and data for ordering

12V DC-AC 24V DC-AC 48V AC 115V AC 240V AC

22-4A 22-4B 22-4D 22-4F 22-4G

23-4A 23-4B 23-4D 23-4F 23-4G

24-4A 24-4B 24-4D 24-4F 24-4G

25-4A 25-4B 25-4D 25-4F 25-4G

26-4A 26-4B 26-4D 26-4F 26-4G

29-4A 29-4B 29-4D 29-4F 29-4G

Light color Codes and data for ordering

12V DC-AC 24V DC-AC 48V AC 115V AC 240V AC

6224A 6224B 6224D 6224F 6224G

6234A 6234B 6234D 6234F 6234G

6244A 6244B 6244D 6244F 6244G

6254A 6254B 6254D 6254F 6254G

6264A 6264B 6264D 6264F 6264G

6294A 6294B 6294D 6294F 6294G

Technical features

 Colored module

Neutral module
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370 Serie

High brightness LED flashing light module

High brightness LED module, excellent signalling at great distance and in very bright environments. 

LED technology cancels maintenance and ensures long service life.

 Environmentally friended; recyclability, re-usability and reparability.

Type of optics

lens with triangular rifling horizontal and vertical for a 

correct 370° diffusion

Illuminations

with 45 high brightness LED

Different light: Progressive color variations of the module 

eliminate the possibility of wrong communications.

Diffused light: The module is illuminated evenly over its 

entire surface.

Bulb

with bayonet connection type BA 15d

Flashing frequency

about 1,4 Hz (80 flashes per minute)

Operating voltage

from 24 V to 240 V

Current

LED light: 

24 V, 50 mA – 115 V, 20 mA – 240 V 15 mA 

High brightness LED light: 

24 V, 130 mA – 115 V, 25 mA – 240 V 20 mA

*Diffused light

*Diffused light

Module color Codes and data for ordering

24 V DC / AC 115 V AC 240 V AC

22H4B 22HD4B* 22H4F 22HD4F* 22H4G 22HD4G*

23H4B 23HD4B* 23H4F 23HD4F* 23H4G 23HD4G*

24H4B 24HD4B* 24H4F 24HD4F* 24H4G 24HD4G*

25H4B 25HD4B* 25H4F 25HD4F* 25H4G 25HD4G*

26H4B 26HD4B* 26H4F 26HD4F* 26H4G 26HD4G*

29H4B 29HD4B* 29H4F 29HD4F* 29H4G 29HD4G*

Light color Codes and data for ordering

24 V DC / AC 115 V AC 240 V AC

622H4B 622HD4B* 622H4F 622HD4F* 622H4G 622HD4G*

623H4B 623HD4B* 623H4F 623HD4F* 623H4G 623HD4G*

624H4B 624HD4B* 624H4F 624HD4F* 624H4G 624HD4G*

625H4B 625HD4B* 625H4F 625HD4F* 625H4G 625HD4G*

626H4B 626HD4B* 626H4F 626HD4F* 626H4G 626HD4G*

629H4B 629HD4B* 629H4F 629HD4F* 629H4G 629HD4G*

Technical features

 Colored module

Neutral module
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Flashing module incandescent lighting

Flashing module with different lighting. 

Progressive color variations of the module eliminate the possibility of wrong communications.

 Environmentally friended; recyclability, re-usability and reparability.

Type of optics

lens with triangular rifling horizontal and vertical for a 

correct 370° diffusion

Illuminations

incandescent light

Bulb

with bayonet connection type BA 15d

Flashing frequency

about 1,4 Hz ( 80 flashes per minute)

Operating voltage

from 12 V to 240 V

Current

with bulbs of 5 W: 

24 V, 130 mA – 115 V, 25 mA – 240 V 15 mA

Module color Codes and data for ordering

12V DC-AC 24V DC-AC 48V AC 115V AC 240V AC

22-12 22-24 22-48 22-15 22-30

23-12 23-24 23-48 23-15 23-30

24-12 24-24 24-48 24-15 24-30

25-12 25-24 25-48 25-15 25-30

26-12 26-24 26-48 26-15 26-30

29-12 29-24 29-48 29-15 29-30

Different light, included lamp.

Technical features
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370 Serie

Flashing module with Xenon lamp

Strobe module ideal for drawing attention. 

The yellow and blue colors are among those that enhance the characteristics of Xenon lamps.

 Environmentally friended; recyclability, re-usability and reparability.

Type of optics

lens with triangular rifling horizontal and vertical for a 

correct 370° diffusion

Light source

Uses XENON gas. This source produces a short, intense 

flash. The light is white similar to sunlight but not in a 

continuous spectrum.

Flashing frequency

about 0,8 Hz ( 50 flashes per minute ) 

Operating voltage

from 24 V to 240 V

Current

24 V dc, 75 mA - 24 V ac, 135 mA

115 V ac, 20 mA – 240 V ac 15 mA

Module color Codes and data for ordering

24V DC-AC 115V AC 240V AC

32-24 32-15 32-30

33-24 33-15 33-30

34-24 34-15 34-30

35-24 35-15 35-30

36-24 36-15 36-30

39-24 39-15 39-30

Light module ideal for remote signals.

Technical features
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Multifunction module LED

Programmable LED module, 2 functions: Flashing or steady light,

ensures secure communications and simplifies warehouse management. Same colors of module lens and light source.

 Environmentally friended; recyclability, re-usability and reparability.

Type of optics

lens with triangular rifling horizontal and vertical for a 

correct 370° diffusion

Light source

SMD high brightness LED

Different light: Progressive color variations of the modu-

le eliminate the possibility of wrong communications.

Diffused light: The module is illuminated evenly over its 

entire surface.

Functions

Flashing or steady ( to change the function move the 

internal jumper )

Flashing frequency

Min 1 Hz max 2 Hz

Operating voltage

24 V AC/DC

Current

50 mA ( unchanged for all types of lighting )

Module color Codes and data for ordering

24 V DC-AC

42-KB

43-KB

44-KB

45-KB

46-KB

49-KB

Light color Codes and data for ordering

24 V DC-AC

426KB

436KB

446KB

456KB

466KB

496KB

Avoid false signals caused by the reflections of the sun’s rays (Phantom effect).

Technical features

 Colored module

Neutral module
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370 Serie

Multifunction module high brightness LED

Multifunction LED module, 7 type of lighting: steady, flash, rotating, speedy rotating, flashing,

 speedy flashing, alternate flashing. Maximum flexibility, meets any signaling need.

 Environmentally friended; recyclability, re-usability and reparability.

Module color Codes and data for ordering

24 V DC-AC

42-24

43-24

44-24

45-H4

46-H4

49-H4

Light color Codes and data for ordering

24 V DC-AC

42624 42D24*

43624 43D24*

44624 44D24*

456H4 45HD4*

466H4 46HD4*

496H4 49HD4*

* Diffused light

Type of optics

lens with triangular rifling horizontal and vertical for a 

correct 370° diffusion

Light source

36 SMD high brightness LED

Different light: Progressive color variations of the module 

eliminate the possibility of wrong communications.

Diffused light: The module is illuminated evenly over its 

entire surface.

Functions

Steady, flashing, flash and rotating ( to change the fun-

ction move the internal jumper )

Flashing frequency

Min 1 Hz max 2 Hz

Rotating frequency

about 1 Hz ( 60 rotating per minute )

Operating voltage

24 V AC/DC

Current

24 V dc, 55 mA; 24 V ac, 85 mA 

( unchanged for all types of lighting )

 Colored module

Neutral module

Technical features
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Quadricolor module with sound

Quadricolor module with bright and diffused light with multichannel audible unit.  

Possibility of remote change tone.

In the presence of 2 or more alarms the module is illuminated alternately in the corresponding colors.

Type of optics

lens with triangular rifling horizontal and vertical for a 

correct 370° diffusion

Colors

   
Light source

SMD high brightness LED

Functions

Flashing or steady light

Sound

Pulse or continuous with remote change tone

Operating voltage

24 V DC

Current

110 mA

Number of combinable units

max 2 in addition to the Quadricolor module

Code Colors Bulb Functions Sound Voltage Current

4Q7B 5632
 

 
LED

Steady light
Flashing light

Pulse
or continuous

24V DC-AC 110 mA

Technical features
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370 Serie

Tricolor module with sound

Tricolor module with bright and diffused light with multichannel audible unit.  

Possibility of remote change tone.

In the presence of 2 or more alarms the module is illuminated alternately in the corresponding colors.

Type of optics

lens with triangular rifling horizontal and vertical for a 

correct 370° diffusion

Colors

   or   
Light source

SMD high brightness LED

Functions

Flashing, steady or rotating light

Sound

Pulse or continuous with remote change tone

Operating voltage

24 V DC

Current

110 mA

Number of combinable units

max 3 in addition to the Tricolor module

Code Colors Bulb Functions Sound Voltage Current

4T7B 532   LED Steady light
Pulse

or continuous
24V DC 100 mA

M4T7B 532   LED

Steady light
Flashing light
Rotating light
Multifunction

Pulse
or continuous

24V DC / AC 100 mA

4T7B 632   LED Steady light
Pulse

or continuous
24V DC 100 mA

4T7B 632   LED

Steady light
Flashing light
Rotating light
Multifunction

Pulse
or continuous

24V DC / AC 100 mA

Technical features



Texelco Srl  0331 610111  info@texelco.com  www.texelco.com27

Combined luminous acoustic LED module

Combined luminous acoustic module is a multifunctional product. It’s used like a last sector or even like a single beacon.

The beeper is multichannel and powerful.

Technical features

Type of optics

lens with triangular rifling horizontal and vertical for a 

correct 370° diffusion

Light source

SMD high brightness LED

Different light: Progressive color variations of the modu-

le eliminate the possibility of wrong communications.

Diffused light: The module is illuminated evenly over its 

entire surface.

Functions

Flashing, rotanting or steady ( to change the function 

move the internal jumper )

Sound

Pulse or continuous with remote change tone

Operating voltage

24 V DC

Current

50 / 130 mA

Module color Codes and data for ordering

85 dB / IP54
Separate control

100 dB / IP64
Separate control

100 dB / IP64
Separate control

42K7EB 42K7NB 42K7TB

43K7EB 43K7NB 43K7TB

44K7EB 44K7NB 44K7TB

45K7EB 45K7NB 45K7TB

46K7EB 46K7NB 46K7TB

49K7EB 49K7NB 49K7TB

Pulse Sound Pulse Sound Continuous Sound

Module color Codes and data for ordering

85 dB / IP54
Separate control

100 dB / IP64
Separate control

100 dB / IP64
Separate control

42R7EB 42R7NB 42R7TB

43R7EB 43R7NB 43R7TB

44R7EB 44R7NB 44R7TB

45R7EB 45R7NB 45R7TB

46R7EB 46R7NB 46R7TB

49R7EB 49R7NB 49R7TB

Pulse Sound Pulse Sound Continuous Sound



Texelco Srl  0331 610111  info@texelco.com  www.texelco.com 28

370 Serie

Combined luminous acoustic LED module

The combined light and acoustic warning device is also widely used as a single warning 

device in the light columns can only be used as a last sector. Ideal for attracting attention in higher-risk applications.

Technical features

Type of optics

lens with triangular rifling horizontal and vertical for a 

correct 370° diffusion

Light source

Incandescent lamp with bayonet connection type BA 15d 

- 5 W or LED lamp. The module has no light bulb.

Illumination

Different light: Progressive color variations of the module 

eliminate the possibility of wrong communications.

Functions

Steady light

Sound

Pulse or continuous with remote change tone

Operating voltage

24 V DC / AC

Module color Codes and data for ordering

85 dB / IP54
Separate control

85 dB / IP54
Separate control

100 dB / IP64
Separate control

127EB 127IB 127NB

137EB 137IB 137NB

147EB 147IB 147NB

157EB 157IB 157NB

167EB 167IB 167NB

197EB 197IB 197NB

Pulse Sound Continuous Sound Continuous Sound
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Combined acoustic / flashing module

The combined flashing and acoustic warning device is also widely used as a single warning device

 in the light columns can only be used as a last sector.

Ideal for attracting attention in higher-risk applications.

Type of optics

lens with triangular rifling horizontal and vertical for a 

correct 370° diffusion

Light source

Incandescent lamp with bayonet connection type BA 

15d - 5 W or LED lamp.

Illumination

Different light: Progressive color variations of the modu-

le eliminate the possibility of wrong communications.

Flashing frequency

about 1,4 Hz ( 80 flashes per minute )

Sound

Pulse or continuous with remote change tone

Operating voltage

24 V DC / AC

Module color Codes and data for ordering

85 dB / IP54
Separate control

100 dB / IP64
Separate control

85 dB / IP54
Unique control

85 dB / IP54
Unique control

24 V DC 24 V DC 24 V DC / AC 115 V AC

227EB 227NB 22B73 22F73

237EB 237NB 23B73 23F73

247EB 247NB 24B73 24F73

257EB 257NB 25B73 25F73

267EB 267NB 26B73 26F73

297EB 297NB 29B73 29F73

Pulse Sound Pulse Sound Pulse Sound Pulse Sound

Technical features
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370 Serie

Sound

pulse or continuous

Sound frequency

3300 - 3700 Hz

Signal repetition rate

0,5 Hz

Operating voltage

24 V DC/AC - 115 / 230 AC

Current

24 V DC, 32 mA - 24 V AC, 35 mA 

230 V AC, 20mA

Protection degree

type 71, IP30 - type 72, IP64

Audio signal device type 71 and 72

The audio signal device is used to attract the attention of operators in all high-risk machining. 

This is used on stack light or as a single signal device.

Support color Codes and data for ordering

85 dB - IP30
24 V DC / AC

71 dB - IP30 o IP64
24 V DC / AC

80 dB - IP30
115V - 230V AC

75 dB / IP64
24 V DC / AC

75 dB / IP64
115V - 230V AC

71-24 71-NB 71-W0 72-3B 72-W0

71-3B 71-PB 71TW0 72-5B -

71-5B 72-24 - - -

71T24 72T24 - - -

Bi-tonal Bi-tonal Bi-tonal Bi-tonal Bi-tonal

The audio signal device is used as the last module on the light columns.

Technical features
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Audio signal device type 73

The audio signal device is used to attract the attention of operators in all high-risk machining.

This is used on stack light or as a single signal device.

Good sound and protection degree.

Sound

pulse or continuous

Sound frequency

3300 Hz

Signal repetition rate

0,5 Hz

Operating voltage

24 V DC/AC - 115 / 230 AC

Current

24 V DC, 32 mA - 24 V AC, 35 mA 

230 V AC, 20mA

Protection degree

IP54

Support color Codes and data for ordering

90 dB - IP54
24 V DC / AC

90 dB - IP54
115V - 230V AC

73-24 73-W0

73-5B -

73T24 73TW0

73T5B -

Bi-tonal Bi-tonal

The audio signal device is used as the last module on the light columns.

Technical features
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370 Serie

Audio signal device type 77

The audio signal device is used to attract the attention of operators in all high-risk machining.

 This is used on stack light or as a single signal device.

Sound

pulse or continuous

Sound frequency

2600 Hz

Signal repetition rate

0,5 Hz

Operating voltage

24 V DC/AC - 115 / 230 AC

Current

24 V DC, 32 mA - 24 V AC, 35 mA 

230 V AC, 20mA

Protection degree

IP64

Support color Codes and data for ordering

85 dB - IP64
24 V DC / AC

85 dB - IP64
115 V AC

85 dB - IP64
240 V AC

77-24 77-15 77-30

77T24 77T15 77T30

Bi-tonal Bi-tonal Bi-tonal

The audio signal device is used as the last module on the light columns.

Technical features
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Audio signal device type 75 high intensity

Particularly suitable in environments with high background noise. 

The audio signal device is used to attract the attention of operators in all high-risk machining. 

This is used on stack light or as a single signal device.

Sound

pulse or continuous

Sound frequency

3300 Hz

Signal repetition rate

0,5 Hz

Operating voltage

24 V DC/AC - 115 / 230 AC

Current

24 V DC, 200 mA - 24 V AC, 35 mA - 230 V AC, 25 mA

Protection degree

IP54

Support color Codes and data for ordering

100 dB - IP64
24 V DC / AC

95 dB - IP64
115 V AC

95 dB - IP64
115V - 230V AC

95 dB - IP64
240 V AC

75-24 75-15 75-W0 75-30

75T24 75T15 75TW0 75T30

Bi-tonal Bi-tonal Bi-tonal Bi-tonal

The audio signal device is used as the last module on the light columns.

Technical features
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370 Serie

Audio signal device high intensity and low frequency

Particularly suitable in environments with high background noise. 

The audio signal device is used to attract the attention of operators in all high-risk machining. 

This is used on stack light or as a single signal device.

Sound

pulse or continuous

Sound frequency

600 Hz

Signal repetition rate

0,5 Hz

Operating voltage

24 V DC/AC

Current

24 V, 60 mA 

Protection degree

IP54

Support color Codes and data for ordering

100 dB - IP64
24 V DC

75-CB

75-RB

75TCB

75TRB

Bi-tonal

The audio signal device is used as the last module on the light columns.

Technical features
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Audio signal device multitone type 75 / 77

The ability to diversify the alarm tones allows you to identify the machine that requires intervention 

even in environments with high noise pollution. 

Already equipped with a cap, the audible unit can only be fitted to the top of tower light.

Sound

pulse or continuous

Sound frequency

2400 / 2600 Hz

Operating voltage

24 V DC/AC

Current

24 V, 40 mA

Protection degree

IP54 / 64

Support color Codes and data for ordering

82 dB - IP64
24 V DC / AC

95 dB - IP64
24 V DC / AC

77-MB 75-MB

- 75TMB

Multitone Multitone

16 Tones. 

The audio signal device is used as the last module on the light columns.

Technical features



Anti-removal blockblock

Exclusive colorscolors

It is a screw that blocks rotation 

preventing easy removal.

The light column with these characteristics 

is supplied assembled.

Add the code after each selected sector.Cod. -0Q

To meet your every need we create mini-series in the 

colors indicated by the customer.

The supply is possible in all RAL colors, for some verifica-

tion is necessary. Small differences are possible between 

the various lots

Terminal unit, base and extension tube

in the color you want!

Cod. 90-0x/1018
Cod. 54-0x/1018

Exclusive color

RAL 1018 - Add after each selected component

ClickClickClackClack

A simple rotative motion permitted easy mounting without 

any tools.

Simplifies the removal of light detectors after testing. Redu-

ces the volume of machines being shipped. 

Saves on packaging and transport costs. 

Combined with the version with connector allows a quick and 

error-free installation.

Quick light signal removal systemCod. 80-KK



Texelco Srl  0331 610111  info@texelco.com  www.texelco.com37

Accessories
Bases with polycarbonate extension poles

Bases with aluminium extension poles

Aluminum poles

Polycarbonate extension poles

Nylon-glass bracket for 
90° fixing

Black metal base
h. 20 | Ø 70

Pole for outdoor 
mounting

Bases with metal extension poles
for 90° fixing

Bases with polycarbonate poles
for 90° fixing

Adapter for 
22 mm hole

Adapter

Pole for 22 mm hole 
mounting

Metal bases with extension poles 
for 90° fixing

h 100 mm h 200 mm h 300 mm h 400 mm h 500 mm

Grey Ø 80 80-01 80-02 80-03 80-04 80-05

Grey Ø 70 54-01 54-02 54-03 54-04 54-05

Clear grey Ø 70 54-71 54-72 54-73 54-74 54-75

Black Ø 80 80-10 80-20 80-30 80-40 80-50

Black Ø 80 54-10 54-20 54-30 54-40 54-50

h 50 mm h 100 mm h 200 mm h 300 mm h 400 mm h 500 mm

Grey Ø 80 - 80M01 80M02 80M03 80M04 80M05

Grey Ø 70 54M0X 54M01 54M02 54M03 54M04 54M05

Clear grey Ø 70 54M7X 54M71 54M72 54M73 54M74 54M75

Black Ø 80 - 80M10 80M20 80M30 80M40 80M50

Black Ø 80 - 54M10 54M20 54M30 54M40 54M50

h 100 mm h 200 mm h 300 mm h 400 mm h 500 mm h 1000 mm

88M10 88M20 88M30 88M40 88M50 88M80

h 100 mm

Grey 88-01

Clear grey 87-71

Black 88-10

55P62

54M6588N25 88F10

88F30

88A22 88A25

Grey Ø 80 80-09

Grey Ø 70 54-09

Clear grey Ø 70 54-79

Black Ø 80 80-90

Black Ø 70 54-90

Pole

Plastic 54MP9

Metal 54MM9

Grey Ø 80 80M09

Grey Ø 70 54M09

Clear grey Ø 70 54M79

Black Ø 80 80M90

Black Ø 70 54M90

Tubo da 100 mm

Tubo da 300 mm
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470 Serie
 Assembled stack light

Technical features

Ø 70

Compliance

Directive CEE 2014/35 Low voltage - Directive CEE 2014/30 

Electromagnetic compatibility - Directive CEE 2006/42 Machinery

Conformity to standards

EN 60947.5.1 - EN 60204.1 - EN 60073 - EN 60529 - 

EN 60068.2.6 - EN60068-2-27 - EN ISO 7731 - EN 981 - IEC 536

Material

Polycarbonate (PC)

Operating voltage

24 V DC (+/- 10%)

Current

40 mA per unit

Protection degree

IP 64 ( if correctly assembled )

Approvals

UL, CSA, CE

Protection against electric shock

class II, safety insulation (IEC 536)

Resistance to vibrations

2 day min (10-150 Hz) 

Operating temperature

- 20° C + 50° C

Units color

        
Number of combinable units

max 6 - 5 light modules and 1 audible unit

Multichannel audible unit

2 tones, intermittent or continuous 

with remote control

Sound power max 100 dB. Current 70 mA

Connections

with screw cable clamp (max 1,5 mm2)

Pre-assembled stack light with standard diameter ( Ø 70 mm ) and modules height reduced.

Available in different colour combinations in compliance with the rules in force.

They are equipped with a multi-channel alarm of great power.

Assembled stack lights facilitate the management of the warehouse and simplify the issue of orders.
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470 Serie

Choose
 your stack light...

Version with neutral units and colored lens. 
No phantom effect. Eye-catching design.

Available in any other colour combination
* with sound

Available in any other colour combination
* with sound

Available in any other colour combination
* with sound

Neutral
units

OFF / ON

Codes and data for ordering Support color Units color

TCL92SB32    
TCL92SB52  

TCL93SB532   
TCL93AB532*   
TCL94SB5632    

TCL94AB5632*    
TCL95SB95632     

TCL95AB95632*     

Codes and data for ordering Support color Units color

TCL02SB32    
TCL02SB52  

TCL03SB532   
TCL03AB532*   
TCL04SB5632    

TCL04AB5632*    
TCL05SB95632     

TCL05AB95632*     

Codes and data for ordering Support color Units color

TCL62SB32  
TCL62SB52   

TCL63SB532   
TCL63AB532*   
TCL64SB5632    

TCL64AB5632*    
TCL65SB95632     

TCL65AB95632*     
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Code structure...

TCL93SB532/AU/C5

TCL B

AU AD AT C5 CF

9 o 0 S o A 2-3-4-5-6-91-2-3-4-5

Black 
terminal

unit

Audible unit
“AU”

3 colors

Voltage

Connector “C5”

Example of audible stack light with connector...

Audible unit Connector Cable

“C5” 
For pre-assembled cable 400 mm length 

and M12 connector 
with 5 indicators output

“CF”
5 poles cable 

500 mm length

Family VoltageColor support
black or grey

Only light or 
with sound

Corresponding code 
in every color

How many colors there are 
on the stack light

Red

Green

Orange

In the end of code is possible to add...

“AU”
85 dB, multichannel (intemittent or continuous), 

with remote control

“AD”
100 dB, intermittent sound

“AT”
100 dB, continuous sound

Only light
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470 Serie

Compose your stack light

Accessories

Audible unit
2 tones with
remote control

ClickClickClack
Quick removal unit

Find out more ...

55P62 54MP9

55P6280-KK 80-KK

55P62

88A22 88-1054-10

54-10

54-10 88M200

54M65

88N2588F10

max

+

COLORS
SOUND

5



Texelco Srl  0331 610111  info@texelco.com  www.texelco.com43

450 Serie
Assembled stack light

Technical features

Ø 45

Compliance

Directive CEE 2014/35 Low voltage - Directive CEE 2014/30 

Electromagnetic compatibility - Directive CEE 2006/42 Machinery

Conformity to standards

EN 60947.5.1 - EN 60204.1 - EN 60073 - EN 60529 - 

EN 60068.2.6 - EN60068-2-27 - EN ISO 7731 - EN 981 - IEC 536

Material

Polycarbonate (PC)

Operating voltage

24 V DC (+/- 10%)

Current

40 mA per unit

Protection degree

IP 64 ( if correctly assembled )

Protection against electric shock

class II, safety insulation (IEC 536)

Resistance to vibrations

2 day min (10-150 Hz) 

Operating temperature

- 20° C + 50° C

Units color

        
Number of combinable units

max 6 - 5 light modules and 1 audible unit

Multichannel alarm

2 tones, intermittent or continuous. 80 dB one meter

Connections

with screw cable clamp (max 1,5 mm2)

Pre-assembled compact stack light with reduced diameter (Ø 45 mm).  

Available in different colour combinations in compliance with the rules in force.

They are equipped with a multi-channel alarm of great power.

Assembled stack light facilitate the management of the warehouse and simplify the issue of orders.
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450 Serie

Customize your stack light...

Version with neutral units and colored lens. 
No phantom effect. Eye-catching design.

* with sound

Available in any other colour combinations

Codes and data for ordering Units color Codes and data for ordering Units color

FAL1YB 2 FAL3AB 532*   
FAL1AB 3* FAL4YB 5632    
FAL2YB 52  FAL4AB 5632*    

FAL2AB 52*  FAL5YB 95632     
FAL3YB 532   FAL5AB 95632*     
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Code structure...

FAL

Family

1-2-3-4-5

How many colors there are 
on the stack light

Y o A

Only light or 
with sound

B

Voltage

2-3-4-5-6-9

Corresponding code 
in every color

to be completed with...

FAL3YB532/02/C5

“CF”
Cable 500 mm length

with 5 indicators output

“C5”
Cable 400 mm length
and connector M12 

with 5 indicators output

“06” 
Version 

with neutral lens

06

In the end of code is possible to add...

for example...

01

Direct moun-
ting

and light grey 
terminal unit

Base, pole 
and light grey 
terminal unit  

T1

Direct mounting
and black 

terminal unit

02

Montaggio su 
tubo prolunga.

Settore di 
cablaggio

nero.

T2

Base, pole
 and black 

terminal unit  

03

Direct fixing on 
22 mm hole. 

5-pole M12 male 
connector.

03/5

Direct fixing on 
22 mm hole. 

8-pole M12 male 
connector.

03/8

CF*C5*

Connector Cable Neutral lens

Family

Only light Cable 400 mm length
and connector M12 

with 5 indicators output

3 colors

Voltage

Direct mounting and
black terminal unit

Red

Green

Orange

* It is possible to add C5 and CF codes only to codes 01, T1, 02, T2, 03.
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450 Serie

Compose your stack light

Audible unit
Intermittent or continuous. 
Remote change tone

max

+

COLORS
SOUND

5

Accessories

54-10

54M65

54MP9 88A22 88-1054-10 54-10 88M200 88N2588F10

55P6280-KK 80-KK

55P62

ClickClickClack
Quick removal unit

Find out more ...

T2T1

Light grey 
terminal unit

Black
terminal unit



Texelco Srl  0331 610111  info@texelco. it   www.texelco.com47

300 Serie Miniature

Assembled stack light

Technical features

Ø 30

Compliance

Directive CEE 2014/35 Low voltage - Directive CEE 2014/30 

Electromagnetic compatibility - Directive CEE 2006/42 Machinery

Conformity to standards

EN 60947.5.1 - EN 60204.1 - EN 60073 - EN 60529 - 

EN 60068.2.6 - EN60068-2-27 - EN ISO 7731 - EN 981 - IEC 536

Material

Polycarbonate (PC)

Operating voltage

24 V DC (+/- 10%)

Current

20 mA per unit

Protection degree

IP 64 (if correctly assembled)

Protection against electric shock

class II, safety insulation (IEC 536)

Resistance to vibrations

2 day min (10-150 Hz) 

Operating temperature

- 20° C + 50° C

Units color

        
Number of combinable units

max 6 - 5 light modules and 1 audible unit

Audible unit

75 dB, continuous sound

Connections

with screw cable clamps (max cable size 1,5 mm2)

Small and practical are suitable for every need and environment.

Easy to install and wire. Available in different color combinations and with audible unit.

 High-brightness LEDs ensures visible signals at a distance and great reliability.
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300 Serie

Choose your stack light...

Codes and data for ordering Support color Units color

TWR30 L1Y2B    

TWR30 L1Y3B

TWR30 L1Y4B   

TWR30 L1Y5B   

TWR30 L1Y6B    

TWR30 L1Y9B    

TWR30 L2Y52B  

TWR30 L3Y532B    

TWR30 L3A532B*    

TWR30 L4Y5632B     

TWR30 L4A5632B*     

TWR30 L5Y95632B     

TWR30 L5A95632B**     

Codes and data for ordering Support color Units color

TWR030 L1Y2B    

TWR030 L1Y3B

TWR030 L1Y4B   

TWR030 L1Y5B   

TWR030 L1Y6B    

TWR030 L1Y9B    

TWR030 L2Y52B  

TWR030 L3Y532B    

TWR030 L3A532B*    

TWR030 L4Y5632B     

TWR030 L4A5632B*     

TWR030 L5Y95632B     

TWR030 L5A95632B**     

Available in any other colour combination
* with sound / ** with sound combined colour

Available in any other colour combination
* with sound / ** with sound combined colour
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Audible unit

Code structure...

TWR

Family

0

Grey color
support

30

Diameter

1-2-3-4-5

Number of colors there are
on the stack light

Y o A

Only light or 
with sound

B

Voltage

2-3-4-5-6-9

Corresponding code
in every color

Compose your stack light

max

+

COLORS
SOUND

5

Direct mounting on Ø 22 mm holes
or on bases with extension tubes

Accessories

54MP9 50-20

50-20

88-10

Ø 70

Ø 45

Ø 45

88-25

88-10 54-10

Ø 70
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300 Serie

Notes

Accessories

Ø 45 mm 
polycarbonate base

Extension pole
h 90 mm

Polycarbonate base 
and pole

50-20 88-25 54-90

54MP9 54-10 88-10

Metal base with extension 
pole for 90° fixing

Bases with polycarbona-
te extension poles

Polycarbonate 
extension poles
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370 Serie
Multicolor beacons

Technical features

Ø 70

Compliance

Directive CEE 2014/35 Low voltage - Directive CEE 2014/30 

Electromagnetic compatibility - Directive CEE 2006/42 Machinery

Conformity to standards

EN 60947.5.1 - EN 60204.1 - EN 60073 - EN 60529 - 

EN 60068.2.6 - EN60068-2-27 - EN ISO 7731 - EN 981 - IEC 536

Material

Polycarbonate (PC)

Voltage

24 V DC

Current

90 mA

Protection degree

IP 64

Protection against electric shock

class II, safety insulation according to IEC 536

Resistance to vibrations

2 day min (10 – 150 Hz). According to EN 60068-2-6 e 27

Operating temperature

- 20° C + 50° C

Number of combinable units

max 3 in addition to the Tricolor unit

max 2 in addition to the Quadricolor unit

Connections

with screw terminals and wire clamp section max 1.5 mm2.

Placed inside the wiring sector.

The evolution of industrial signaling: for each lamp 10 different messages, some of which are contemporary.

In the presence of 2 or more simultaneous alarms, the events are alternately illuminated in the corresponding colors.

Light source with multicolored LEDs with excellent brightness. Programmable lighting, fixed light, flashing or fast flashing. 

Prismatic light modules with diffused lighting. Long life and low consumption.
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Technical features

COLORS Support Codes for ordering Functions Voltage

 
 

370 04Q1B
Steady light

Flashing light
24 V DC / AC

 
 

370 94Q1B
Steady light

Flashing light
24 V DC / AC

QUADRICOLOR INDICATOR MULTIFUNCTION

Quadricolor signal lamp with bright and diffused light.

In the presence of 2 or more alarms, the lamp lights up alternately in the colors corresponding to the event.

Type of optics

Double lens withvertical and horizontal triangular 

stripes for a correct 360 ° diffusion

Multicolor

     
Number of combinable units: 

max 2 in addition to the Quadricolor unit

Light

Steady, flashing, speedy flashing or

alternating flashing light

Voltage

24 V DC/AC

Current

110 mA

1 beacon with neutral lens that alternates up to 4 colors simultaneously

370 Mult icolor
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TRICOLOR INDICATOR MULTIFUNCTION

Tricolor signal lamp with bright and diffused light.

In the presence of 2 or more alarms, the lamp lights up alternately in the colors corresponding to the event.

Technical features

1 beacon with neutral lens that alternates up to 3 colors simultaneously

Type of optics

Double lens with vertical and horizontal triangular 

stripes for a correct 360 ° diffusion

Multicolor

   or    
Number of combinable units: 

max 3 in addition to the Tricolor unit

Light

Steady, flashing, speedy flashing, 

alternating flashing  or rotating light

Voltage

24 V DC/AC

Current

100 mA

COLORS Support Codes for ordering Functions Voltage

   370 MN4T5B 532

Steady light
Flashing light
Rotating light
Multifunction

24 V DC / AC

  370 MZ4T5B 532 24 V DC / AC

  370 MN4T5B 632 24 V DC / AC

  370 MZ4T5B 632 24 V DC / AC

Below you can add additional light modules
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TRICOLOR INDICATOR

Tricolor signal lamp with bright and diffused light.

In the presence of 2 or more alarms, the lamp lights up alternately in the colors corresponding to the event.

Technical features

1 beacon with neutral lens that alternates up to 3 colors simultaneously

Type of optics

Double lens with vertical and horizontal triangular 

stripes for a correct 360 ° diffusion

Multicolor

   or    
Number of combinable units: 

max 3 in addition to the Tricolor unit

Light

Steady light

Voltage

24 V DC

Current

90 mA

COLORS Support Codes for ordering Functions Voltage

   370 04T1B 532 Steady light 24 V DC

  370 04T1B 632 Steady light 24 V DC

  370 94T1B 532 Steady light 24 V DC

  370 94T1B 632 Steady light 24 V DC

COLORS Support Codes for ordering Functions Voltage

   370 04T5B 532 Steady light 24 V DC

  370 04T5B 632 Steady light 24 V DC

  370 94T5B 532 Steady light 24 V DC

  370 94T5B 632 Steady light 24 V DC

Above you can add additional light modules

Below you can add additional light modules

370 Mult icolor
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370 Serie
Multicolor with sound

Technical features

Ø 70

The evolution of industrial signaling: for each lamp 10 different messages, some of which are contemporary.

In the presence of 2 or more simultaneous alarms, the events are alternately illuminated in the corresponding colors.

Two-channel horn with the possibility of remote control.

Programmable lighting, fixed light, flashing or fast flashing. Long life and low consumption.

Compliance

Directive CEE 2014/35 Low voltage - Directive CEE 2014/30 

Electromagnetic compatibility - Directive CEE 2006/42 Machinery

Conformity to standards

EN 60947.5.1 - EN 60204.1 - EN 60073 - EN 60529 - 

EN 60068.2.6 - EN60068-2-27 - EN ISO 7731 - EN 981 - IEC 536

Material

Polycarbonate (PC)

Voltage

24 V DC

Current

90 mA

Protection degree

IP 64 with sound IP 54

Protection against electric shock

class II, safety insulation according to IEC 536

Resistance to vibrations

2 day min (10 – 150 Hz). According to EN 60068-2-6 e 27

Operating temperature

- 20° C + 50° C

Number of combinable units

max 3 in addition to the Tricolor unit

max 2 in addition to the Quadricolor unit

A-weighted sound power measured at one meter

90 dB

Connections

with screw terminals and wire clamp section max 1.5 mm2.

Placed inside the wiring sector.
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370 Mult icolor with sound

Technical features

COLORS Support Codes for ordering Functions Voltage Effective dB

 
 

370 04Q7B
Steady light

Flashing light
24 V DC / AC 90 dB

 
 

370 94Q7B
Steady light

Flashing light
24 V DC / AC 90 dB

QUADRICOLOR INDICATOR MULTIFUNCTION WITH AUDIO

Quadricolor signal lamp with bright and diffused light and audible unit.

In the presence of 2 or more alarms, the lamp lights up alternately in the colors corresponding to the event.

Type of optics

Double lens withvertical and horizontal triangular 

stripes for a correct 360 ° diffusion

Multicolor

     
Light

Steady, flashing, speedy flashing or

alternating flashing light

Voltage

24 V DC/AC

Sound

Pulse or continuous. Remote change

Current

130 mA

Sound frequency

2900 Hz

1 beacon with neutral lens that alternates up to 4 colors simultaneously
and with indipendent  two-channel horns
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TRICOLOR MULTIFUNCTION INDICATOR WITH AUDIO

Tricolor Multifunction signal lamp with audible unit.

In the presence of 2 or more alarms, the lamp lights up alternately in the colors corresponding to the event.

Technical features

1 beacon with neutral lens that alternates up to 3 colors simultaneously
and with indipendent  two-channel horns

Type of optics

Double lens withvertical and horizontal triangular 

stripes for a correct 360 ° diffusion

Multicolor

   o    
Light

Steady, flashing, speedy flashing or

alternating flashing or rotating light

Sound

Pulse or continuous. Remote change

Voltage

24 V DC/AC

Current

120 mA

Sound frequency

2900 Hz

COLORS Support Codes for ordering Functions Voltage Effective dB

   370 MN4T7B 532

Steady light
Flashing light
Rotating light
Multifunction

24 V DC / AC 90 dB

  370 MZ4T7B 532 24 V DC / AC 90 dB

  370 MN4T7B 632 24 V DC / AC 90 dB

  370 MZ4T7B 632 24 V DC / AC 90 dB

You can add light modules below
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370 Mult icolor with sound

TRICOLOR INDICATOR WITH AUDIO

Tricolor signal lamp with audible unit.

In the presence of 2 or more alarms, the lamp lights up alternately in the colors corresponding to the event.

Technical features

1 beacon with neutral lens that alternates up to 3 colors simultaneously
and with indipendent  two-channel horns

Type of optics

Double lens withvertical and horizontal triangular 

stripes for a correct 360 ° diffusion

Multicolor

   o    
Light

Steady

Sound

Pulse or continuous. Remote change

Voltage

24 V DC/AC

Current

110 mA

COLORS Support Codes for ordering Functions Voltage Effective dB

   370 04T7B 532 Steady light 24 V DC 90 dB

  370 04T7B 632 Steady light 24 V DC 90 dB

  370 94T7B 532 Steady light 24 V DC 90 dB

  370 94T7B 632 Steady light 24 V DC 90 dB

Above it is possible to add light modules



Texelco Srl  0331 610111  info@texelco. it   www.texelco.com59

180 Serie
Multicolor beacons

Technical features

Ø 60

Compliance

Directive CEE 2014/35 Low voltage - Directive CEE 2014/30 

Electromagnetic compatibility - Directive CEE 2006/42 Machinery

Conformity to standards

EN 60947.5.1 - EN 60204.1 - EN 60073 - EN 60529 - 

EN 60068.2.6 - EN60068-2-27 - EN ISO 7731 - EN 981 - IEC 536

Material

Polycarbonate (PC)

Voltage

24 V DC

Current

45 mA

Sound frequency

approx. 4000 Hz

A-weighted sound power measured at one meter

80 dB

Protection degree

IP 54 - clamps IP 20. According to EN 60529

( with base type 85-AS, CS, DS, IP 30 )

Resistance to vibrations

2 day min (10-150 Hz). According to EN 60068-2-6 e 27

Operating temperature

- 20° C + 40° C

Connections

with screw terminals and wire clamp section max 1.5 mm2.

The terminal block is placed under the luminous element

Connector M12 / 5 poles

The Multicolors contain various combinations of colors in one lamp.  

Lighting with high brightness RGB LEDs, prismatic light sectors with diffused lighting, compactness and flexibility are the 

characteristics that make it a unique product. Furthermore, it has a sturdy structure and is easy and practical to install.
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180 Mult icolor

Technical features

COLORS Codes for ordering Functions Voltage

AF4SMBC5
Steady light

Flashing light
12V - 24V DC

VISUAL INDICATOR MULTICOLOR RGB

Multichannel signaling lamp with 7 colors, bright and diffused light.

Command with external coding. 5-pole M12 connector.

Type of optics

Double lens with vertical and horizontal triangular 

stripes for a correct 360 ° diffusion

Multicolor

        

Light

Steady or flashing light

Voltage

12/24 V DC

Current

70 mA

1 beacon with neutral lens that alternates up to 7 colors
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VISUAL INDICATOR TRICOLOR

3-color signaling lamp with bright and diffused light. Connection with 5-pole M12 connector

Technical features

Type of optics

Double lens with vertical and horizontal triangular 

stripes for a correct 360 ° diffusion

Multicolor

   or    

Light

Steady or flashing light

Voltage

12/24 V DC

Current

70 mA

COLORS Codes for ordering Functions Voltage

AF4T5B542C5 Steady light 12V - 24V DC

AF4T5B642C5 Steady light 12V - 24V DC

1 beacon with neutral lens that alternates 3 colors
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180 Mult icolor

VISUAL INDICATOR BICOLOR

2-color signaling lamp with bright and diffused light. Connection with 5-pole M12 connector.

In case of flashing light, the beacon in the presence of 

two alarms lights up alternately in the colours corresponding to the event.

Technical features

Type of optics

Double lens with vertical and horizontal triangular 

stripes for a correct 360 ° diffusion

Multicolor

  or   

Light

Steady or flashing light

Voltage

24 V DC

Current

70 mA

COLORS Codes for ordering Functions Voltage

AA4B32B Flashing light 24V DC

AF4B32B Flashing light 24V DC

 
AA4B52B Flashing light 24V DC

 
AF4B52B Flashing light 24V DC

COLORS Codes for ordering Functions Voltage

AF4B32BC5* Flashing light 24V DC

BA4B32B** Flashing light 24V DC

BF4B32B** Flashing light 24V DC

 
BA4B52B** Flashing light 24V DC

 
BF4B52B** Flashing light 24V DC

Mounting accessories available

* Connection with connector

** Connection with terminal block
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180 Serie
Multicolor with sound

Technical features

Ø 60

The Multicolors contain various combinations of colors and sounds in one lamp.  

Lighting with high brightness RGB LEDs, prismatic light sectors with diffused lighting, compactness and flexibility are the 

characteristics that make it a unique product. Furthermore, it has a sturdy structure and is easy and practical to install.

Compliance

Directive CEE 2014/35 Low voltage - Directive CEE 2014/30 

Electromagnetic compatibility - Directive CEE 2006/42 Machinery

Conformity to standards

EN 60947.5.1 - EN 60204.1 - EN 60073 - EN 60529 - 

EN 60068.2.6 - EN60068-2-27 - EN ISO 7731 - EN 981 - IEC 536

Material

Polycarbonate (PC)

Voltage

24 V DC

Current

45 mA

Sound frequency

approx. 4000 Hz

A-weighted sound power measured at one meter

80 dB

Protection degree

IP 54 - clamps IP 20. According to EN 60529

( with base type 85-AS, CS, DS, IP 30 )

Resistance to vibrations

2 day min (10-150 Hz). According to EN 60068-2-6 e 27

Operating temperature

- 20° C + 40° C

Connections

with screw terminals and wire clamp section max 1.5 mm2.

The terminal block is placed under the luminous element
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180 Mult icolor with sound

Technical features

COLORS Codes for ordering Functions Voltage Effective dB

AF4SM7BC5
Steady light

Flashing light
12V - 24V DC 80 dB

VISUAL INDICATOR MULTICOLOR RGB WITH SOUND

Multichannel signaling lamp with 7 colors, bright and diffused light. Version with sound.

Command with external coding. 5-poles M12 connector.

Type of optics

Double lens with vertical and horizontal triangular 

stripes for a correct diffusion at 360°

Multicolor

        
Light

steady or flashing light

Current

70 mA

Versions

light signalling or combined light and acoustic 

signalling with independent control

Voltage

12/24 V dc

Sound

intermittente

1 beacon with neutral lens that alternates up to 7 colors simultaneously
with audible unit
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VISUAL INDICATOR TRICOLOR WITH SOUND

3-color signaling lamp with bright and diffused light. Connection with 5-pole M12 connector.

Audible alarm clock with 2 tones is essential to attract the attention of the staff.

Technical features

Type of optics

Double lens with vertical and horizontal triangular 

stripes for a correct diffusion at 360°

Multicolor

   o   
Light

steady or flashing light

Voltage

12/24 V dc

Current

70 mA

Sound

Pulse or continuous

COLORS Codes for ordering Functions Voltage Effective dB Notes

AF4T7B542
Steady 
light

12V - 24V DC 80 dB
Control with external coding. 

Sound combined with red color. 
Screw clamp connecting.

AF4T7B542C5
Steady 
light

12V - 24V DC 80 dB
Control with external coding. 

Sound combined with red color. 
M12 5 poles connector..

AF4T7B642
Steady 
light

12V - 24V DC 80 dB
Control with external coding. 

Sound combined with red color. 
Screw clamp connecting.

AF4T7B642C5
Steady 
light

12V - 24V DC 80 dB
Control with external coding. 

Sound combined with red 
color. M12 5 poles connector..

1 beacon with neutral lens that alternates up to 3 colors simultaneously
with audible unit

Complete with base or tube.
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180 Mult icolor with sound

VISUAL INDICATOR BICOLOR WITH SOUND

2-color signaling lamp with bright and diffuses light. Version with sound.

Connection with 5-pole M12 connector.

Technical features

Type of optics

Double lens with vertical and horizontal triangular 

stripes for a correct diffusion at 360°

Multicolor

  o   

Light

flashing light, different color combinations, 

2 signalling lights; steady light.

Voltage

12/24 V dc

Current

70 mA

Sound

pulse or continuous; always combined with red color

COLORS Codes for ordering Functions Voltage Effective dB Notes

AA4B732B
Flashing

light
24V DC 80 dB

Simultaneous control 
between light and sound.

AF4B732B
Flashing

light
24V DC 80 dB

Simultaneous control 
between light and sound.

AA4B752B
Flashing

light
24V DC 80 dB

Simultaneous control 
between light and sound.

AF4B752B
Flashing

light
24V DC 80 dB

Simultaneous control 
between light and sound.

1 beacon with neutral lens that alternates 2 colors simultaneously
with audible unit

Complete with base or tube.
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300 Serie
Multicolor beacons

Technical features

Ø 30

Compliance

Directive CEE 2014/35 Low voltage - Directive CEE 2014/30 

Electromagnetic compatibility - Directive CEE 2006/42 Machinery

Conformity to standards

EN 60947.5.1 - EN 60204.1 - EN 60073 - EN 60529 - 

EN 60068.2.6 - EN60068-2-27 - EN ISO 7731 - EN 981 - IEC 536

Material

Polycarbonate (PC)

Voltage

24 V DC ( + / - 10% )

Current

20 mA for color

Protection degree

IP 54

Protection against electric shock

class II, safety isolation according to IEC 536

Resistance to vibrations

2 day min (10 – 150 Hz). According to EN 60068-2-6 e 27

Operating temperature

- 20° C + 50° C

Connections

with screw terminals and wire clamp section max 1.5 mm2.

Placed at the base of the lamp body.

The ideal beacon for small machines. Compact, multicolor and high brightness.

Available in green, yellow and red or blue, yellow and red combinations.

Lighting with high brightness LEDs and fixed light and diffused lighting.
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300 Mult icolor

Technical features

COLORS Support Codes for ordering Functions Voltage

  TWR30 LMY532B Luce Fissa 24 V DC

  TWR30 LMY632B Luce Fissa 24 V DC

  TWR30 LMY692B Luce Fissa 24 V DC

  TWR30 LMY932B Luce Fissa 24 V DC

TRICOLOR MINI INDICATOR

Tricolor signaling lamp with bright and diffused light.

In the presence of 2 or more alarms, the lamp lights up alternately in the colors corresponding to the event.

Type of optics

Double lens with vertical and horizontal triangular 

stripes for a correct 360 ° diffusion

Multicolor

     

Light

Diffused LED steady light

Voltage

24 V DC

Current

30 mA for color

1 beacon with neutral lens that alternates up to 3 colors simultaneously

Direct fixing on Ø 22 mm holes or with base and tube.



Visual indicatorsindicators
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180 Serie
Modular signal light

Technical features

Ø 60

Compliance

Directive CEE 2014/35 Low voltage - Directive CEE 2014/30 

Electromagnetic compatibility - Directive CEE 2006/42 Machinery

Conformity to standards

EN 60947.5.1 - EN 60204.1 - EN 60073 - EN 60529 - EN 

60068.2.6 - EN 60068-2-27 - EN ISO 7731 - EN 981 - IEC 536 

Material

Polycarbonate (PC)

Operating voltage

250 V max.

Protection degree

IP 54 - clamps IP 20, ( with bases type 85-AS, CS DS e ES, IP 30 ) 

Homologations

UL, CSA, CE

Protection against electric shock

class II, safety insulation (IEC 536)

Operating temperature

- 20° C + 50° C ( 12V 40°C )

Resistance to vibrations

2 day min ( 10-150 Hz ) EN 60068-2-6.

Domes colors

      
Connections

With screw clamps and wire clamp.Max 1,5 mm2.

The modular signal beacon that created flexibility in the signaling world.

Facilitates orders, minimizes warehouse costs and meets the needs of technicians and designers.

8 different mounting, 4 kind of lights, 2 domes with different sizes for each color.

The domes are to be completed with the respective bases.
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180 Serie

DOMES

BASES

TUBES

85-A0

54-90 54-10 54-10 88-10

54-10

55P6280-KK 80-KK

85-AS 85-CS 85-C0 85-B0 85-E0 85-ES 85-D0 85-DS

Modular structure

AA AF

ClickClickClack
Quick removal unit

Find out more ...

More information on 
accessories are available to 

p. 131-132 of catalogue
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LED beacon with programmable light

Steady or flashing light; to change the function, shift the jumper inside.

For use, the indicator must be combined with the bases.

Technical features

Voltage

24 V AC / DC

Current

24 V AC / DC - 40 mA

Frequency of flashing

Approx. 0,8 Hz ( 50 flashing per minutes )

EN 60073

Color Codes for ordering

24V DC-AC

AA42-BF AA42-BL

AA43-BF AA43-BL

AA44-BF AA44-BL

AA45-BF AA45-BL

AA46-BF AA46-BL

AA49-BF AA49-BL

Steady light Flashing light

Color Codes for ordering

24V DC-AC

AF42-BL

AF43-BL

AF44-BL

AF45-BL

AF46-BL

AF49-BL

Flashing light

Color Codes for ordering

24V DC-AC

AA642-BF AA642-BL

AA643-BF AA643-BL

AA644-BF AA644-BL

AA645-BF AA645-BL

AA646-BF AA646-BL

AA649-BF AA649-BL

Steady light Flashing light

Neutral 
domes
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180 Serie

LED beacon with steady light

Module lens and LED light source in the same color. Bulb with bayonet connection type BA 15d.

To use it, it is necessary to combine the indicator with the bases.

Technical features

Voltage

24 V - 115 V - 240 V AC / DC

Current

24 V, > a 50 mA - 115 V ,  > a 18 mA - 240 V,< 17 mA

Light

with 10 high brightness LEDs

Color Codes for ordering

24 V DC-AC 115 V AC 240 V AC

AA12424 AA12415 AA12430

AA13424 AA13415 AA13430

AA14424 AA14415 AA14430

AA15424 AA15415 AA15430

AA16424 AA16415 AA16430

AA19424 AA19415 AA19430

Color Codes for ordering

24 V DC-AC 115 V AC 240 V AC

AF12424 AF12415 AF12430

AF13424 AF13415 AF13430

AF14424 AF14415 AF14430

AF15424 AF15415 AF15430

AF16424 AF16415 AF16430

AF19424 AF19415 AF19430
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High brightness LED beacon 
with steady light and neutral dome

Neutral domes, colored light source. Bulb with bayonet connection type BA 15d.

For use, the indicator must be combined with the bases.

Technical features

Voltage

24 V - 115 V - 240 V AC / DC

Current

24 V, > a 115 mA - 115 V ,  > a 18 mA - 240 V,< 17 mA

Light

with 45 high brightness LEDs

Color Codes for ordering

12 - 24 V DC-AC 115 V AC 240 V AC

AA612H4B AA612H4F AA612H4G

AA613H4B AA613H4F AA613H4G

AA614H4B AA614H4F AA614H4G

AA615H4B AA615H4F AA615H4G

AA616H4B AA616H4F AA616H4G

AA619H4B AA619H4F AA619H4G
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180 Serie

High brightness LED beacon 
with steady light

Domes and LED light source in the same color. Bulb with bayonet connection type BA 15d.

For use, the indicator must be combined with the bases.

Technical features

Voltage

24 V - 115 V - 240 V AC / DC

Current

24 V, > a 115 mA - 115 V ,  > a 18 mA - 240 V,< 17 mA

Light

with 45 high brightness LEDs

Color Codes for ordering

12 - 24 V DC-AC 115 V AC 240 V AC

AA12H4B AA12H4F AA12H4G

AA13H4B AA13H4F AA13H4G

AA14H4B AA14H4F AA14H4G

AA15H4B AA15H4F AA15H4G

AA16H4B AA16H4F AA16H4G

AA19H4B AA19H4F AA19H4G
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Incandescent beacon with steady light

Bulb with bayonet connection type BA 15d max 5W.

For use, the indicator must be combined with the bases.

Technical features

Voltage

24 V - 240 V AC / DC

Current

24 V, 210 mA - 115 V, 43 mA - 240 V , 22mA

Color Codes for ordering

24 V DC-AC 115 V AC 240 V AC

AA12-24 AA12-15 AA12-30

AA13-24 AA13-15 AA13-30

AA14-24 AA14-15 AA14-30

AA15-24 AA15-15 AA15-30

AA16-24 AA16-15 AA16-30

AA19-24 AA19-15 AA19-30

Color Codes for ordering

24 V DC-AC 115 V AC 240 V AC

AF12-24 AF12-15 AF12-30

AF13-24 AF13-15 AF13-30

AF14-24 AF14-15 AF14-30

AF15-24 AF15-15 AF15-30

AF16-24 AF16-15 AF16-30

AF19-24 AF19-15 AF19-30
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180 Serie

Steady light beacon without bulb

Prepared for bulbs with BA15d max 5 W connection.

For use, the indicator must be combined with the bases.

Technical features

Voltage

24 V - 240 V AC / DC

Current 

5W 

filament bulbs: 24 V, 210 mA - 115 V, 43 mA - 240 V , 

22mA

LED bulbs: 24 V, > a 115 mA - 115 V ,  > a 18 mA - 240V 

< 17 mA

Color Codes for ordering

AA12-00

AA13-00

AA14-00

AA15-00

AA16-00

AA19-00

Color Codes for ordering

AF12-00

AF13-00

AF14-00

AF15-00

AF16-00

AF19-00

Notes
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LED beacon with flashing light

Bulb with bayonet connection type BA 15d max 5W.

For use, the indicator must be combined with the bases.

Technical features

Voltage

24 V - 115V - 240 V AC / DC

Current

24 V, < a 50 mA - 115 V, < a 25mA - 230 V, < a 20mA 

Frequency of flashing

Approx. 0,8 Hz ( 50 flashing per minutes )

EN 60073

Color Codes for ordering

24V DC-AC 115V AC 240V AC

AA22424 AA22415 AA22430

AA23424 AA23415 AA23430

AA24424 AA24415 AA24430

AA25424 AA25415 AA25430

AA26424 AA26415 AA26430

AA29424 AA29415 AA29430

Color Codes for ordering

24V DC-AC 115V AC 240V AC

AF22424 AF22415 AF22430

AF23424 AF23415 AF23430

AF24424 AF24415 AF24430

AF25424 AF25415 AF25430

AF26424 AF26415 AF26430

AF29424 AF29415 AF29430
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180 Serie

High brightness LED beacon 
with flashing light and neutral dome

Bulb with bayonet connection type BA 15d .

For use, the indicator must be combined with the bases.

Technical features

Voltage

24 V - 115 V - 240 V AC / DC

Current with LED lamp: 

24 V, > a 115 mA - 115 V ,  > a 18 mA - 240 V,< 17 mA

Light

with 45 high brightness LEDs

Frequency of flashing

Approx. 0,8 Hz ( 50 flashing per minutes ) - EN 60073

Color Codes for ordering

12V - 24V DC-AC 115V AC 240V AC

AA622H4B AA622H4F AA622H4G

AA623H4B AA623H4F AA623H4G

AA624H4B AA624H4F AA624H4G

AA625H4B AA625H4F AA625H4G

AA626H4B AA626H4F AA626H4G

AA629H4B AA629H4F AA629H4G

Notes
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High brightness LED beacon 
with flashing light

Domes and LED light source in the same color. Bulb with bayonet connection type BA 15d.

For use, the indicator must be combined with the bases.

Flashing or steady programmable light with internal jumper.

Technical features

Voltage

24 V - 115 V - 240 V AC / DC

Current with LED bulbs: 

24 V, > a 115 mA - 115 V ,  > a 18 mA - 240 V,< 17 mA

Light

with 45 high brightness LEDs

Frequency of flashing

Approx. 0,8 Hz ( 50 flashing per minutes ) - EN 60073

Color Codes for ordering

12V - 24V DC-AC 115V AC 240V AC

AA22H4B AA22H4F AA22H4G

AA23H4B AA23H4F AA23H4G

AA24H4B AA24H4F AA24H4G

AA25H4B AA25H4F AA25H4G

AA26H4B AA26H4F AA26H4G

AA29H4B AA29H4F AA29H4G

Notes
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180 Serie

Incandescent beacon with flashing light

Bulb with bayonet connection type BA 15d max 5 W.

For use, the indicator must be combined with the bases.

Technical features

Voltage

24 V - 115V - 240 V AC / DC

Current with max 5 W bulbs: 

24 V, 145 mA - 115 V, 25 mA - 230 V, 15 mA

Frequency of flashing

Approx. 0,8 Hz ( 50 flashing per minutes )

EN 60073

Color Codes for ordering

24 V DC-AC 115 V AC 240 V AC

AA22-24 AA22-15 AA22-30

AA23-24 AA23-15 AA23-30

AA24-24 AA24-15 AA24-30

AA25-24 AA25-15 AA25-30

AA26-24 AA26-15 AA26-30

AA29-24 AA29-15 AA29-30

Color Codes for ordering

24 V DC-AC 115 V AC 240 V AC

AF22-24 AF22-15 AF22-30

AF23-24 AF23-15 AF23-30

AF24-24 AF24-15 AF24-30

AF25-24 AF25-15 AF25-30

AF26-24 AF26-15 AF26-30

AF29-24 AF29-15 AF29-30
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Flashing light beacon without bulb

Prepared for bulbs with BA15d max 5 W connection.

For use, the indicator must be combined with the bases.

Technical features

Voltage

24 V - 240 V AC / DC

Current 

5W

filament bulbs: 24 V, 210 mA - 115 V, 43 mA - 240 V , 

22mA

LED bulbs: 24 V, > a 115 mA - 115 V ,  > a 18 mA - 240 

V,< 17 mA

Color Codes for ordering

AA22-00

AA23-00

AA24-00

AA25-00

AA26-00

AA29-00

Color Codes for ordering

AF22-00

AF23-00

AF24-00

AF25-00

AF26-00

AF29-00

Notes
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180 Serie

Anti-removal blockblock

It is a screw that blocks rotation 

preventing easy removal.

Removal is only possible with one tool

The bulb with these features is supplied already 

assembled

Add the code after each selected sectorCod. -0Q

ClickClickClackClack

A simple rotary movement allows a quick installation without the use of tools.

Simplifies the removal of light detectors after testing. 

Reduces the volumes of the machines being shipped. 

Saves on packaging and transport costs. 

Quick light signal removal systemCod. 80-KK



Bases and Accessories

Ø 45 mm 
polycarbonate base

Extension pole
h 90 mm

Polycarbonate base 
and pole

50-20 88-25 54-90

54MP9 54-10 88-10

Metal bases with extension 
poles for 90° fixing

Bases with polycarbonate 
extension poles

Polycarbonate 
extension poles

Ø 85 mm base

Ø 60 mm base 

Base for Ø 22 mm
hole mounting 

Ø 85 mm base
for acoustic

Ø 60 mm base
for acoustic

Adapter 
element

Shallow base 
Ø 60 mm

Base for Ø 22 mm
hole mounting

Adapter for acoustic
element

85-A0

85-E0

85-DS

85-AS

85-ES

85-C0

85-B0

85-D0

85-CS

Notes
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180 Serie
Audio optical indicator

Technical features

Ø 60

Compliance

Directive CEE 2014/35 Low voltage - Directive CEE 2014/30 

Electromagnetic compatibility - Directive CEE 2006/42 Machinery

Conformity to standards

EN 60947.5.1 - EN 60204.1 - EN 60073 - EN 60529 - EN 

60068.2.6 - EN 60068-2-27 - EN ISO 7731 - EN 981 - IEC 536 

Material

Polycarbonate (PC)

Operating voltage

250 V max.

Protection degree

IP 54 - clamps IP 20, ( with bases type 85-AS, CS DS e ES, IP 30 ) 

Homologations

UL, CSA, CE

Protection against electric shock

class II, safety insulation (IEC 536)

Operating temperature

- 20° C + 50° C ( 12V 40°C )

Resistance to vibrations

2 day min ( 10-150 Hz ) EN 60068-2-6.

Domes colors

      
Connections

With screw clamps and wire clamp.Max 1,5 mm2.

The modular signal beacon that created flexibility in the signaling world.

Facilitates orders, minimizes warehouse costs and meets the needs of technicians and designers.

8 different mounting, 4 kind of lights, 2 domes with different sizes for each color.

intermittent or continuous sound. The domes are to be completed with the respective bases.



Texelco Srl  0331 610111  info@texelco.com  www.texelco.com 88

180 Serie with audio

DOMES

BASES

TUBES

85-A0

54-90 54-10 54-10 88-10

54-10

55P6280-KK 80-KK

85-AS 85-CS 85-C0 85-B0 85-E0 85-ES 85-D0 85-DS

Modular Structure

AA AF

Example mixture
visual indicator

ClickClickClack
Quick removal unit

Find out more ...
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Steady beacon with integrated sound

Module lens and LED light source in the same color. Bulb with bayonet connection type BA 15d.

To use it, it is necessary to combine the indicator with the bases.

Technical features

Voltage

24 V AC / DC

Current

24 V, 55 mA

Light output

10 high brightness LED

Sound frequency 

3500 Hz 

Repetition signal frequency

1 Hz secondo EN 457

Effective dB determined at a distance of 1 m

Continuous signal 77 dB

Color Codes for ordering

24 V DC-AC - filament

AA12-B7 AF12-B7

AA13-B7 AF13-B7

AA14-B7 AF14-B7

AA15-B7 AF15-B7

AA16-B7 AF16-B7

AA19-B7 AF19-B7

Color Codes for ordering

24 V DC-AC -  LED

AA124B7 AF124B7

AA134B7 AF134B7

AA144B7 AF144B7

AA154B7 AF154B7

AA164B7 AF164B7

AA194B7 AF194B7
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180 Serie with audio

Technical features

Voltage

24 V AC / DC

Current

24 V, 55 mA

Light output

10 high brightness LED

Flashing and frequency light 

approx 0,8 Hz ( 50 flashing per minute ) - 3500 Hz 

Repetition of signal

1 Hz about EN 457

Effective dB determined at a distance of 1 m

pulse signal 80 dB

Color Codes for ordering

24 V DC-AC - filament

AA22-B7 AF22-B7

AA23-B7 AF23-B7

AA24-B7 AF24-B7

AA25-B7 AF25-B7

AA26-B7 AF26-B7

AA29-B7 AF29-B7

Color Codes for ordering

24 V DC-AC -  LED

AA224B7 AF224B7

AA234B7 AF234B7

AA244B7 AF244B7

AA254B7 AF254B7

AA264B7 AF264B7

AA294B7 AF294B7

Flashing beacon with integrated sound

 Bulb with bayonet connection type BA 15d.

To use it, it is necessary to combine the indicator with the bases.
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Programmable beacon with integrated sound

Steady function, continuous sound or flashing function, intermitten sound.

To change the function, shift the jumper inside. To use it, it is necessary to combine the indicator with the bases.

Technical features

Voltage

24 V AC / DC

Current

24 V DC / AC < to 50 mA

Light output

LED or filament bulb

Flashing and frequency light 

approx 0,8 Hz ( 50 flashing per minute ) - 4000 Hz Sound

intermittent or continuous

Effective dB determined at a distance of 1 m

Intermittent 80 dB - Continuous 77 dB

Color Codes for ordering

24 V DC-AC - steady light

AA42ABF AF42ABF

AA43ABF AF43ABF

AA44ABF AF44ABF

AA45ABF AF45ABF

AA46ABF AF46ABF

AA49ABF AF49ABF

Color Codes for ordering

24 V DC-AC - flashing light

AA42ABL AF42ABL

AA43ABL AF43ABL

AA44ABL AF44ABL

AA45ABL AF45ABL

AA46ABL AF46ABL

AA49ABL AF49ABL
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180 Serie with audio

Pre-set with flashing light and pulse sound.

To change the function shift the jumper inside. To use it, it is necessary to combine the indicator with the bases.

Technical features

LED beacon with integrated sound and separated control

Voltage

12 o 24 V AC / DC

Current

60 mA to 24 V

Light output

High brightness LED

Flashing and frequency light 

approx 0,8 Hz ( 50 flashing per minute ) - 2900 Hz

Effective dB determined at a distance of 1 m

Intermittent 85 dB - Continuous 82 dB

Color Codes for ordering

12 V DC-AC - high brightness LED

AA427AL AF427AL

AA437AL AF437AL

AA447AL AF447AL

AA457AL AF457AL

AA467AL AF467AL

AA497AL AF497AL

Color Codes for ordering

24 V DC-AC - high brightness LED

AA427BL AF427BL

AA437BL AF437BL

AA447BL AF447BL

AA457BL AF457BL

AA467BL AF467BL

AA497BL AF497BL
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180 Serie
Junction boxes

Technical features

Dimension

For one indicator: 70 x 70 x 51 mm

For two indicators: 70 x 140 x 51 mm

Protection degree

IP 65

Pre-set

85-D0 or 85-DS, cable gland ( un-mounted ) are included.

This system enable to create the most varied applications and configurations.

The boxes are supplied complete with 85-D0 and 85-DS bases but without light caps.

Complete the box by selecting one of the light indicators available from those of the 180 serie.

Material

ABS ( RAL 7035 )

Operating temperature

-25° / +70°

Codes and data for ordering

CS 1001 Box for one indicator

CS 1002 Box for two indicators
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183 Serie
Optical Signal devices

Ø 60

Technical features

Compliance

Directive CEE 2014/35 Low voltage - Directive CEE 2014/30 

Electromagnetic compatibility - Directive CEE 2006/42 Machinery

Conformity to standards

EN 60947.5.1 - EN 60204.1 - EN 60073 - EN 60529 - 

EN 60068.2.6 - EN60068-2-27 - EN ISO 7731 - EN 981 - IEC 536

Material

Polycarbonate (PC)

Operating voltage

max 250 V

Protection degree

IP 65

Protection against electric shock

class II, safety insulation (IEC 536)

Resistance to vibrations

2 day min (10-150 Hz) 

Operating temperature

- 20° C + 50° C

Lens color

        
Connections

with screw cable clamp ( max 1,5 mm2  )

Dimensions

( Ø x ledge ) Type A, 62 mm x 69 mm - Type F, 62 mm x 55 mm

The 183 series beacons are compact and very bright. The design is linear and harmonious.

Simple to install and wire thanks to removable screw clamp and direct fixing on Ø 22 mm hole.

Lighting with high brightness LED. The particular mechanical configuration protects it from tampering. 
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183 Serie

Technical features

LED BEACON WITH PROGRAMMABLE LIGHT

Pre-set with flashing light, to change the function shift the jumper inside.

Neutral lens
and colored light source

Colored lens
and light source

Light output

by means of of ultra bright LEDs

Flash frequency

Approx. 1,4 Hz ( 84 flashes per minute )

Current

24 V AC / DC

Operating voltage

24 V AC / DC - 40 mA

COLOR Codes and data for ordering COLOR Codes and data for ordering

BA42-BL BF42-BL BA642BL BF642BL

BA43-BL BF43-BL BA643BL BF643BL

BA44-BL BF44-BL BA644BL BF644BL

BA45-BL BF45-BL BA645BL BF645BL

BA46-BL BF46-BL BA646BL BF646BL

BA49-BL BF49-BL

69
 m

m

BA
 T

yp
e

BF
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e

55
 m

m
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Technical features

STEADY LIGHT LED

Light output

10 removable high brightness LED 

Operating voltage

24 V DC / AC ; 115 V AC ; 230 V AC

Current consumption

24 V, 35 mA

115 V, 20 mA

230 V, 22mA

COLOR
24 V DC-AC 115 / 230 V AC

BA12424 BA12430

BA13424 BA13430

BA14424 BA14430

BA15424 BA15430

BA16424 BA16430

BA19424 BA19430

COLOR
24 V DC-AC 115 / 230 V AC

BF12424 BF12430

BF13424 BF13430

BF14424 BF14430

BF15424 BF15430

BF16424 BF16430

BF19424 BF19430

COLOR
24 V DC-AC 115 / 230 V AC

BA12H4B BA12H4G

BA13H4B BA13H4G

BA14H4B BA14H4G

BA15H4B BA15H4G

BA16H4B BA16H4G

BA19H4B BA19H4G

High brightness

Codes and data for ordering Codes and data for ordering

Codes and data for ordering
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183 Serie

Technical features

STEADY LIGHT LED WITH NEUTRAL LENS

Light output

10 removable high brightness LED 

Operating voltage

24 V DC / AC ; 115 V AC ; 230 V AC

Current consumption

24 V, 35 mA

115 V, 20 mA

230 V, 22mA

High brightness

COLOR
24 V DC-AC 115 / 230 V AC

BA612424 BA612430

BA613424 BA613430

BA614424 BA614430

BA615424 BA615430

BA616424 BA616430

BA19424 BA19430

COLOR
24 V DC-AC 115 / 230 V AC

BF612424 BF612430

BF613424 BF613430

BF614424 BF614430

BF615424 BF615430

BF616424 BF616430

BA19424 BA19430

COLOR
24 V DC-AC 115 / 230 V AC

BA612H4B BA612H4G

BA613H4B BA613H4G

BA614H4B BA614H4G

BA615H4B BA615H4G

BA616H4B BA616H4G

BA19H4B BA19H4G

COLOR
24 V DC-AC 115 / 230 V AC

BF612H4B BF612H4G

BF613H4B BF613H4G

BF614H4B BF614H4G

BF615H4B BF615H4G

BF616H4B BF616H4G

BF19H4B BF19H4G

Codes and data for ordering

Codes and data for ordering

Codes and data for ordering

Codes and data for ordering
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Technical features

FLASHING LIGHT LED

Light output

10 removable high brightness LED 

Frequency of flashing

approx 1,4 Hz ( 84 flashes per minute )

Current

24 V DC / AC ; 115 V AC ; 230 V AC

Current consumption

24 V, 35 mA - 115 V, 20 mA - 230 V, 22mA

Pre-set with flashing light, to change the function shift the jumper inside.

COLOR
24 V DC-AC 115 / 230 V AC

BA22424 BA22430

BA23424 BA23430

BA24424 BA24430

BA25424 BA25430

BA26424 BA26430

BA29424 BA29430

COLOR
24 V DC-AC 115 / 230 V AC

BF22424 BF22430

BF23424 BF23430

BF24424 BF24430

BF25424 BF25430

BF26424 BF26430

BF29424 BF29430

COLOR
24 V DC-AC 115 / 230 V AC

BA22H4B BA22H4G

BA23H4B BA23H4G

BA24H4B BA24H4G

BA25H4B BA25H4G

BA26H4B BA26H4G

BA29H4B BA29H4G

High brightness

Codes and data for ordering Codes and data for ordering

Codes and data for ordering
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183 Serie

Technical features

FLASHING LIGHT LED WITH NEUTRAL LENS

Light output

10 removable high brightness LED 

Frequency of flashing

approx 1,4 Hz ( 84 flashes per minute )

Current

24 V DC / AC ; 115 V AC ; 230 V AC

Current consumption

24 V, 35 mA - 115 V, 20 mA - 230 V, 22mA

Pre-set with flashing light, to change the function shift the jumper inside.

High brightness

COLOR
24 V DC-AC 115 / 230 V AC

BA622424 BA622430

BA623424 BA623430

BA624424 BA624430

BA625424 BA625430

BA626424 BA626430

BA29424 BA29430

COLOR
24 V DC-AC 115 / 230 V AC

BF622424 BF622430

BF623424 BF623430

BF624424 BF624430

BF625424 BF625430

BF626424 BF626430

BF29424 BF29430

COLOR
24 V DC-AC 115 / 230 V AC

BA622H4B BA622H4G

BA623H4B BA623H4G

BA624H4B BA624H4G

BA625H4B BA625H4G

BA626H4B BA626H4G

BA29H4B BA29H4G

COLOR
24 V DC-AC 115 / 230 V AC

BF622H4B BF622H4G

BF623H4B BF623H4G

BF624H4B BF624H4G

BF625H4B BF625H4G

BF626H4B BF626H4G

BF29H4B BF29H4G

Codes and data for ordering

Codes and data for ordering

Codes and data for ordering

Codes and data for ordering
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183 Serie
Optical and audible Signal devices

Technical features

Ø 60

Compliance

Directive CEE 2014/35 Low voltage - Directive CEE 2014/30 

Electromagnetic compatibility - Directive CEE 2006/42 Machinery

Conformity to standards

EN 60947.5.1 - EN 60204.1 - EN 60073 - EN 60529 - 

EN 60068.2.6 - EN60068-2-27 - EN ISO 7731 - EN 981 - IEC 536

Material

Polycarbonate (PC)

Operating voltage

max 250 V

Protection degree

IP 65

Protection against electric shock

class II, safety insulation (IEC 536)

Resistance to vibrations

2 day min (10-150 Hz) 

Operating temperature

- 20° C + 50° C

Lens color

        
Connections

with screw cable clamp ( max 1,5 mm2  )

Dimensions

( Ø x ledge ) Type A, 62 mm x 69 mm - Type F, 62 mm x 55 mm

Sound Frequency

from 2900 Hz to 4000 Hz ( depending on the model )

A-weighted sound power measured at one meter

Intermittent sound 80 dB - Continuous sound 77 dB

The 183 series beacons are compact and very bright. The design is linear and harmonious.

Simple to install and wire thanks to removable screw clamp and direct fixing on Ø 22 mm hole.

Lighting with high brightness LED. The particular mechanical configuration protects it from tampering. 
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183 Serie with audio

Technical features

STEADY BEACON WITH INTEGRATED SOUND

Light output

with BA 15d LED bulb

Current

12-240 V

Operating voltage

24 V, 35 mA - 115 V, 20 mA - 230 V, 20 mA

Sound frequency

3500 Hz

Repetition signal frequency

1 Hz according to EN 457

Effective dB determined at a distance of 1 meter 

from sound module

pulse signal 80 dB - continuous signal 77 dB

COLOR
Codes and data for ordering

24 V DC-AC
Sound

Sound 
power

BA12-B7 BA124B7 Continuous - 3500 Hz 77 dB

BA13-B7 BA134B7 Continuous - 3500 Hz 77 dB

BA14-B7 BA144B7 Continuous - 3500 Hz 77 dB

BA15-B7 BA154B7 Continuous - 3500 Hz 77 dB

BA16-B7 BA164B7 Continuous - 3500 Hz 77 dB

BA19-B7 BA194B7 Continuous - 3500 Hz 77 dB

COLOR
Codes and data for ordering

24 V DC-AC
Sound

Sound 
power

BF12-B7 BF124B7 Continuous - 3500 Hz 77 dB

BF13-B7 BF134B7 Continuous - 3500 Hz 77 dB

BF14-B7 BF144B7 Continuous - 3500 Hz 77 dB

BF15-B7 BF154B7 Continuous - 3500 Hz 77 dB

BF16-B7 BF164B7 Continuous - 3500 Hz 77 dB

BF19-B7 BF194B7 Continuous - 3500 Hz 77 dB
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FLASHING BEACON WITH INTEGRATED SOUND

Pre-set with flashing light, to change the function shift the jumper inside.

Light output

with BA 15d LED bulb

Flash frequency

Approx. 1,4 Hz ( 84 flashes per minute )

Current

24 V AC / DC; 115 V AC; 230 V AC

Operating voltage

24 V, 220 mA - 115 V, 45 mA - 230 V, 20 mA

Sound frequency

3500 Hz

Repetition signal frequency

1 Hz according to EN 457

Effective dB determined at a distance of 1 meter 

from sound module

Pulse sound 80 dB - continuous sound 77 dB

COLOR
Codes and data for ordering

24 V DC-AC
Sound

Sound 
power

BA22-B7 BA224B7 Pulse - 3500 Hz 80 dB

BA23-B7 BA234B7 Pulse - 3500 Hz 80 dB

BA24-B7 BA244B7 Pulse - 3500 Hz 80 dB

BA25-B7 BA254B7 Pulse - 3500 Hz 80 dB

BA26-B7 BA264B7 Pulse - 3500 Hz 80 dB

BA29-B7 BA294B7 Pulse - 3500 Hz 80 dB

COLOR
Codes and data for ordering

24 V DC-AC
Sound

Sound 
power

BF22-B7 BF224B7 Pulse - 3500 Hz 80 dB

BF23-B7 BF234B7 Pulse - 3500 Hz 80 dB

BF24-B7 BF244B7 Pulse - 3500 Hz 80 dB

BF25-B7 BF254B7 Pulse - 3500 Hz 80 dB

BF26-B7 BF264B7 Pulse - 3500 Hz 80 dB

BF29-B7 BF294B7 Pulse - 3500 Hz 80 dB

Technical features
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183 Serie with audio

PROGRAMMABLE LED BEACON WITH INTEGRATED SOUND

Pre-set with flashing light, to change the function shift the jumper inside.

Light output

by means of of ultra bright LEDs

Flash frequency

Approx. 1,4 Hz ( 84 flashes per minute )

Current

24 V AC / DC

Operating voltage

24 V AC / DC - 40 mA

Sound

Pulse or continuous

Sound frequency

about 4000 Hz

Effective dB determined at a distance of 1 meter 

from sound module

77 dB - Continuous sound 75 dB

Color
Codes and data 

for ordering
24 V DC-AC

Sound
Sound 
power

BA42ABF Continuous - 3500 Hz 77 dB

BA43ABF Continuous - 3500 Hz 77 dB

BA44ABF Continuous - 3500 Hz 77 dB

BA45ABF Continuous - 3500 Hz 77 dB

BA46ABF Continuous - 3500 Hz 77 dB

BA49ABF Continuous - 3500 Hz 77 dB

Color
Codes and data 

for ordering
24 V DC-AC

Sound
Sound 
power

BF42ABF Continuous - 3500 Hz 77 dB

BF43ABF Continuous - 3500 Hz 77 dB

BF44ABF Continuous - 3500 Hz 77 dB

BF45ABF Continuous - 3500 Hz 77 dB

BF46ABF Continuous - 3500 Hz 77 dB

BF49ABF Continuous - 3500 Hz 77 dB

Color
Codes and data 

for ordering
24 V DC-AC

Sound
Sound 
power

BA42ABL Pulse - 3500 Hz 80 dB

BA43ABL Pulse - 3500 Hz 80 dB

BA44ABL Pulse - 3500 Hz 80 dB

BA45ABL Pulse - 3500 Hz 80 dB

BA46ABL Pulse - 3500 Hz 80 dB

BA49ABL Pulse - 3500 Hz 80 dB

Color
Codes and data 

for ordering
24 V DC-AC

Sound
Sound 
power

BF42ABL Pulse - 3500 Hz 80 dB

BF43ABL Pulse - 3500 Hz 80 dB

BF44ABL Pulse - 3500 Hz 80 dB

BF45ABL Pulse - 3500 Hz 80 dB

BF46ABL Pulse - 3500 Hz 80 dB

BF49ABL Pulse - 3500 Hz 80 dB

Technical features
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LED BEACON WITH INTEGRATED SOUND AND SEPARATED CONTROL

Pre-set with flashing light and pulse sound.
To change the function shift the jumper inside.

Light output

by means of ultra bright LEDs

Operating voltage

12 or 24 V AC / DC

Current consumption

24 V, 60 mA

Flash frequency

approx. 1,4 Hz (84 flashes per minute) 

according to EN 60073

Sound frequency

2900 Hz

Effective dB determined at a distance of 1 meter 

from sound module

Pulse sound 85 dB - continuous sound 82 dB

COLOR
12 V DC-AC 24 V DC-AC

Sound
Sound 
power

BA427AL BA427BL

Pulse 

or continuous

 2900 Hz

85 dB

BA437AL BA437BL 85 dB

BA447AL BA447BL 85 dB

BA457AL BA457BL 85 dB

BA467AL BA467BL 85 dB

BA497AL BA497BL 85 dB

COLOR
12 V DC-AC 24 V DC-AC

Sound
Sound 
power

BF427AL BF427BL

Pulse 

or continuous

 2900 Hz

85 dB

BF437AL BF437BL 85 dB

BF447AL BF447BL 85 dB

BF457AL BF457BL 85 dB

BF467AL BF467BL 85 dB

BF497AL BF497BL 85 dB

Codes and data for ordering

Codes and data for ordering

Technical features
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185 Serie
Optical Signal devices

Technical features

Ø 60

Compliance

Directive CEE 2014/35 Low voltage - Directive CEE 2014/30 

Electromagnetic compatibility - Directive CEE 2006/42 Machinery

Conformity to standards

EN 60947.5.1 - EN 60204.1 - EN 60073 - EN 60529 - 

EN 60068.2.6 - EN60068-2-27 - EN ISO 7731 - EN 981 - IEC 536

Material

Polycarbonate (PC)

Operating voltage

max 250 V

Protection degree

IP 65

Protection against electric shock

class II, safety insulation (IEC 536)

Resistance to vibrations

2 day min (10-150 Hz) 

Operating temperature

- 20° C + 50° C

Lens color

        
Connections

with output cable

Dimensions

( Ø x ledge ) Type A, 62 mm x 69 mm - Type F, 62 mm x 55 mm

The 183 series beacons are compact and very bright. The design has an elegant line.

Simple to install and wire thanks to fixing direct with 2 screws from 4 mA. Complete with 300 mm output cable.

Lighting with high brightness or traditional LEDs. Sold with anti-tampering block.
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185 Serie

Technical features

COLOR Codes and data for ordering COLOR Codes and data for ordering

CA42-BL CF42-BL CA642BL CF642BL

CA43-BL CF43-BL CA643BL CF643BL

CA44-BL CF44-BL CA644BL CF644BL

CA45-BL CF45-BL CA645BL CF645BL

CA46-BL CF46-BL CA646BL CF646BL

CA49-BL CF49-BL CA649BL CF649BL

LED BEACON WITH PROGRAMMABLE LIGHT

Light output

by means of of ultra bright LEDs

Flash frequency

Approx. 1,4 Hz ( 84 flashes per minute )

Current

24 V DC / AC

Lasting

> 50.000 working hours

Operating voltage

24 V DC/AC - 40 mA

Pre-set with flashing light, to change the function shift the jumper inside.

Complete with output cable

2 types,

many colors...



Texelco Srl  0331 610111  info@texelco. it   www.texelco.com109

Technical features

STEADY LIGHT LED

Light output

10 removable high brightness LED 

Current

24 V DC / AC

Operating voltage

24 V, 35 mA

115 V, 20 mA

230 V, 22mA

COLOR
24 V DC-AC 115 / 230 V AC

CA12424 CA12430

CA13424 CA13430

CA14424 CA14430

CA15424 CA15430

CA16424 CA16430

CA19424 CA19430

COLOR
24 V DC-AC 115 / 230 V AC

CF12424 CF12430

CF13424 CF13430

CF14424 CF14430

CF15424 CF15430

CF16424 CF16430

CF19424 CF19430

COLOR
24 V DC-AC 115 / 230 V AC

CA12H4B CA12H4G

CA13H4B CA13H4G

CA14H4B CA14H4G

CA15H4B CA15H4G

CA16H4B CA16H4G

CA19H4B CA19H4G

High brightness

Codes and data for ordering Codes and data for ordering

Codes and data for ordering
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185 Serie

Technical features

STEADY LIGHT LED WITH NEUTRAL LENS

Light output

10 removable high brightness LED 

Current

24 V DC / AC

Operating voltage

24 V, 35 mA

115 V, 20 mA

230 V, 22mA

High brightness

COLOR
24 V DC-AC 115 / 230 V AC

CA612424 CA612430

CA613424 CA613430

CA614424 CA614430

CA615424 CA615430

CA616424 CA616430

CA619424 CA619430

COLOR
24 V DC-AC 115 / 230 V AC

CF612424 CF612430

CF613424 CF613430

CF614424 CF614430

CF615424 CF615430

CF616424 CF616430

CF619424 CF619430

COLOR
24 V DC-AC 115 / 230 V AC

CA612H4B CA612H4G

CA613H4B CA613H4G

CA614H4B CA614H4G

CA615H4B CA615H4G

CA616H4B CA616H4G

CA619H4B CA619H4G

COLOR
24 V DC-AC 115 / 230 V AC

CF612H4B CF612H4G

CF613H4B CF613H4G

CF614H4B CF614H4G

CF615H4B CF615H4G

CF616H4B CF616H4G

CF619H4B CF619H4G

Codes and data for ordering

Codes and data for ordering

Codes and data for ordering

Codes and data for ordering
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Technical features

FLASHING LIGHT LED

Light output

10 removable high brightness LED

Operating voltage

24 V DC / AC ; 115 V AC ; 230 V AC

Current

24 V, 35 mA

115 V, 20 mA

230 V, 22mA

Pre-set with flashing light, to change the function shift the jumper inside.

COLOR
24 V DC-AC 115 / 230 V AC

CA22424 CA22430

CA23424 CA23430

CA24424 CA24430

CA25424 CA25430

CA26424 CA26430

CA29424 CA29430

COLOR
24 V DC-AC 115 / 230 V AC

CF22424 CF22430

CF23424 CF23430

CF24424 CF24430

CF25424 CF25430

CF26424 CF26430

CF29424 CF29430

COLOR
24 V DC-AC 115 / 230 V AC

CA22H4B CA22H4G

CA23H4B CA23H4G

CA24H4B CA24H4G

CA25H4B CA25H4G

CA26H4B CA26H4G

CA29H4B CA29H4G

High brightness

Codes and data for ordering Codes and data for ordering

Codes and data for ordering
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185 Serie

Technical features

FLASHING LIGHT LED WITH NEUTRAL LENS

Light output

10 removable high brightness LED

Operating voltage

24 V DC / AC ; 115 V AC ; 230 V AC

Current

24 V, 35 mA

115 V, 20 mA

230 V, 22mA

Pre-set with flashing light, to change the function shift the jumper inside.

High brightness

COLOR
24 V DC-AC 115 / 230 V AC

CA622424 CA622430

CA623424 CA623430

CA624424 CA624430

CA625424 CA625430

CA626424 CA626430

CA629424 CA629430

COLOR
24 V DC-AC 115 / 230 V AC

CF622424 CF622430

CF623424 CF623430

CF624424 CF624430

CF625424 CF625430

CF626424 CF626430

CF629424 CF629430

COLOR
24 V DC-AC 115 / 230 V AC

CA622H4B CA622H4G

CA623H4B CA623H4G

CA624H4B CA624H4G

CA625H4B CA625H4G

CA626H4B CA626H4G

CA629H4B CA629H4G

COLOR
24 V DC-AC 115 / 230 V AC

CF622H4B CF622H4G

CF623H4B CF623H4G

CF624H4B CF624H4G

CF625H4B CF625H4G

CF626H4B CF626H4G

CF629H4B CF629H4G

Codes and data for ordering

Codes and data for ordering

Codes and data for ordering

Codes and data for ordering
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185 Serie
Optical and audible Signal devices

Technical features

Ø 60

The 183 series beacons are compact and very bright. The design has an elegant line.

Simple to install and wire thanks to fixing direct with 2 screws from 4 mA. Complete with 300 mm output cable.

Lighting with high brightness or traditional LEDs. Sold with anti-tampering block.

Compliance

Directive CEE 2014/35 Low voltage - Directive CEE 2014/30 

Electromagnetic compatibility - Directive CEE 2006/42 Machinery

Conformity to standards

EN 60947.5.1 - EN 60204.1 - EN 60073 - EN 60529 - 

EN 60068.2.6 - EN60068-2-27 - EN ISO 7731 - EN 981 - IEC 536

Material

Polycarbonate (PC)

Operating voltage

max 250 V

Protection degree

IP 65

Protection against electric shock

class II, safety insulation (IEC 536)

Resistance to vibrations

2 day min (10-150 Hz) 

Operating temperature

- 20° C + 50° C

Lens color

        
Connections

with screw cable clamp ( max 1,5 mm2  )

Dimensions

( Ø x ledge ) Type A, 62 mm x 69 mm - Type F, 62 mm x 55 mm

Sound Frequency

from 2900 Hz to 4000 Hz ( depending on the model )

A-weighted sound power measured at one meter

Pulse sound 80 dB - Continuous sound 77 dB
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185 Serie with audio

COLOR
Codes and data for ordering

24 V DC-AC
Sound

Sound 
power

CA12-B7 CA124B7 Continuous - 3500 Hz 77 dB

CA13-B7 CA134B7 Continuous - 3500 Hz 77 dB

CA14-B7 CA144B7 Continuous - 3500 Hz 77 dB

CA15-B7 CA154B7 Continuous - 3500 Hz 77 dB

CA16-B7 CA164B7 Continuous - 3500 Hz 77 dB

CA19-B7 CA194B7 Continuous - 3500 Hz 77 dB

COLOR
Codes and data for ordering

24 V DC-AC
Sound

Sound 
power

CF12-B7 CF124B7 Continuous - 3500 Hz 77 dB

CF13-B7 CF134B7 Continuous - 3500 Hz 77 dB

CF14-B7 CF144B7 Continuous - 3500 Hz 77 dB

CF15-B7 CF154B7 Continuous - 3500 Hz 77 dB

CF16-B7 CF164B7 Continuous - 3500 Hz 77 dB

CF19-B7 CF194B7 Continuous - 3500 Hz 77 dB

Technical features

STEADY BEACON WITH INTEGRATED SOUND

Light output

with BA 15d LED bulb

Current

12-240 V

Operating voltage

24 V, 35 mA - 115 V, 20 mA - 230 V, 20 mA

Sound frequency

3500 Hz

Repetition signal frequency

1 Hz according to EN 457

Effective dB determined at a distance of 1 meter 

from sound module

pulse signal 80 dB - continuous signal 77 dB
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COLOR
Codes and data for ordering

24 V DC-AC
Sound

Sound
power

CA22-B7 CA224B7 Pulse - 3500 Hz 80 dB

CA23-B7 CA234B7 Pulse - 3500 Hz 80 dB

CA24-B7 CA244B7 Pulse - 3500 Hz 80 dB

CA25-B7 CA254B7 Pulse - 3500 Hz 80 dB

CA26-B7 CA264B7 Pulse - 3500 Hz 80 dB

CA29-B7 CA294B7 Pulse - 3500 Hz 80 dB

COLOR
Codes and data for ordering

24 V DC-AC
Sound

Sound
power

CF22-B7 CF224B7 Pulse - 3500 Hz 80 dB

CF23-B7 CF234B7 Pulse - 3500 Hz 80 dB

CF24-B7 CF244B7 Pulse - 3500 Hz 80 dB

CF25-B7 CF254B7 Pulse - 3500 Hz 80 dB

CF26-B7 CF264B7 Pulse - 3500 Hz 80 dB

CF29-B7 CF294B7 Pulse - 3500 Hz 80 dB

FLASHING BEACON WITH INTEGRATED SOUND

Pre-set with flashing light, to change the function shift the jumper inside.

Light output

with BA 15d LED bulb

Flash frequency

Approx. 1,4 Hz ( 84 flashes per minute )

Current

24 V AC / DC; 115 V AC; 230 V AC

Operating voltage

24 V, 220 mA - 115 V, 45 mA - 230 V, 20 mA

Sound frequency

3500 Hz

Repetition signal frequency

1 Hz according to EN 457

Effective dB determined at a distance of 1 meter 

from sound module

Pulse sound 80 dB - continuous sound 77 dB

Technical features
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185 Serie with audio

Color
Codes and data 

for ordering
24 V DC-AC

Sound
Sound 
power

CA42ABF Continuous - 3500 Hz 77 dB

CA43ABF Continuous - 3500 Hz 77 dB

CA44ABF Continuous - 3500 Hz 77 dB

CA45ABF Continuous - 3500 Hz 77 dB

CA46ABF Continuous - 3500 Hz 77 dB

CA49ABF Continuous - 3500 Hz 77 dB

Color
Codes and data 

for ordering
24 V DC-AC

Sound
Sound 
power

CF42ABF Continuous - 3500 Hz 77 dB

CF43ABF Continuous - 3500 Hz 77 dB

CF44ABF Continuous - 3500 Hz 77 dB

CF45ABF Continuous - 3500 Hz 77 dB

CF46ABF Continuous - 3500 Hz 77 dB

CF49ABF Continuous - 3500 Hz 77 dB

Color
Codes and data 

for ordering
24 V DC-AC

Sound
Sound 
power

CA42ABL Pulse - 3500 Hz 80 dB

CA43ABL Pulse - 3500 Hz 80 dB

CA44ABL Pulse - 3500 Hz 80 dB

CA45ABL Pulse - 3500 Hz 80 dB

CA46ABL Pulse - 3500 Hz 80 dB

CA49ABL Pulse - 3500 Hz 80 dB

Color
Codes and data 

for ordering
24 V DC-AC

Sound
Sound 
power

CF42ABL Pulse - 3500 Hz 80 dB

CF43ABL Pulse - 3500 Hz 80 dB

CF44ABL Pulse - 3500 Hz 80 dB

CF45ABL Pulse - 3500 Hz 80 dB

CF46ABL Pulse - 3500 Hz 80 dB

CF49ABL Pulse - 3500 Hz 80 dB

PROGRAMMABLE LED BEACON WITH INTEGRATED SOUND

Pre-set with flashing light, to change the function shift the jumper inside.

Light output

by means of of ultra bright LEDs

Flash frequency

Approx. 1,4 Hz ( 84 flashes per minute )

Current

24 V AC / DC

Operating voltage

24 V AC / DC - 40 mA

Sound

Pulse or continuous

Sound frequency

about 4000 Hz

Effective dB determined at a distance of 1 meter 

from sound module

77 dB - Continuous sound 75 dB

Technical features
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COLOR
12 V DC-AC 24 V DC-AC

Sound
Sound
power

CA427AL CA427BL

Pulse

or continuous

 2900 Hz

85 dB

CA437AL CA437BL 85 dB

CA447AL CA447BL 85 dB

CA457AL CA457BL 85 dB

CA467AL CA467BL 85 dB

CA497AL CA497BL 85 dB

COLOR
12 V DC-AC 24 V DC-AC

Sound
Sound
power

CF427AL CF427BL

Pulse

or continuous

 2900 Hz

85 dB

CF437AL CF437BL 85 dB

CF447AL CF447BL 85 dB

CF457AL CF457BL 85 dB

CF467AL CF467BL 85 dB

CF497AL CF497BL 85 dB

Codes and data for ordering

Codici e dati per l’ordinazione

LED BEACON WITH INTEGRATED SOUND AND SEPARATED CONTROL

Pre-set with flashing light and pulse sound.
To change the function shift the jumper inside.

Light output

by means of ultra bright LEDs

Operating voltage

12 or 24 V AC / DC

Current consumption

24 V, 60 mA

Flash frequency

approx. 1,4 Hz (84 flashes per minute) 

according to EN 60073

Sound frequency

2900 Hz

Effective dB determined at a distance of 1 meter 

from sound module

Pulse sound 85 dB - continuous sound 82 dB

Technical features
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220 Serie
Panel indicator beacons

Technical features

Ø 30

Compliance

Directive CEE 2014/35 Low voltage - Directive CEE 2014/30

Electromagnetic compatibility - Directive CEE 2006/42 Machinery

Conformity to standards

EN 60947.5.1 - EN 60204.1 - EN 60073 - EN 60529 -

EN 60068.2.6 - EN60068-2-27 - EN ISO 7731 - EN 981 - IEC 536

Material

Polycarbonate (PC)

Protections degree

IP 20 ( wired IP 65 ) 

Voltage

24 V DC/AC

Led

High efficiency LED

Color lens

        
Dimensions

( Ø x ledge ) 30 x 30 mm

Operating temperature

- 20° C + 50° C

Resistance to vibrations

Min 2 days ( 10-150 Hz )

Connections

With screw terminals and wire clamp

Small size, great brightness, elegant line.

The possibility of perpendicular wiring allows particularly compact installations and quick and easy assembly.

Lighting with high efficiency LEDs, steady or flashing light.
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220 Serie

COLOR Codes and data for ordering COLOR Codes and data for ordering

CD S124B CD S6124B

CD S134B CD S6134B

CD S144B CD S6144B

CD S154B CD S6154B

CD S164B CD S6164B

CD S194B

COLOR Codes and data for ordering COLOR Codes and data for ordering

CD S224B CD S6224B

CD S234B CD S6234B

CD S244B CD S6244B

CD S254B CD S6254B

CD S264B CD S6264B

CD S294B

PANEL INDICATOR BEACON
Quick and easy assembly, also possible on panels with a thickness of 15 mm.

It allows compact installations. A wide range of accessories for a customized application.

Quick mounting

Steady light

Flashing light

different colors...
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600 Serie
Optical Signal devices

Technical features

The 600 series beacons are characterized by their large dimensions.

Fresnel lens or reflector to optimize light output. LED lighting ensures high brightness and efficiency.

These beacons have an extraordinary behavior even in the presence of shocks and vibrations.

Compliance

Directive CEE 2014/35 Low voltage - Directive CEE 2014/30 

Electromagnetic compatibility - Directive CEE 2006/42 Machinery

Conformity to standards

EN 60204.1 - EN 60947.5.1 - EN 60073 - EN 60529 - 

EN 60068.2.6 - EN60068-2-27 - EN ISO 7731 - EN 981 - IEC 536

Material

dome polycarbonate (UV); ABS base (UV)

Operating voltage

24 V DC; 115 V AC; 230 V AC 

Current

24 V, 35 mA - 115 V, 20 mA - 230 V, 18 mA

Protection degree

IP 65 

Protection against electric shock

class II, safety insulation (IEC 536)

Resistance to vibrations

2 day min ( 10-150 Hz )

Operating temperature

- 25° C + 55° C

Lens color

       
Connections

With screw cable clamp ( max cable 1,5 mm2 ).

Dimensions

(Ø x height) 

For steady light 115 mm x 205 mm

For rotating or flashing light 150 mm x 205 mm
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600 Serie

STEADY LIGHT BEACONS

FLASHING LIGHT BEACONS

A signaling device that allows for high efficiency LED lighting optimized by the Fresnel lens.

High brightness, low consumption, controlled by remote source ( PLC, control panel etc. )

A signaling device that allows for high efficiency LED lighting also optimized by the Fresnel lens.

High brightness, low consumption and high vibration resistance are the characteristics that guarantee a long life.

Light output

high brightness LED

Operating voltage

24 V DC; 115 V AC; 115 V - 230 V AC

Current

24 V, 35 mA

115 V, 20 mA

230 V, 18 mA

Light output

high brightness LED

Operating voltage

24 V DC; 115 V AC; 115 V - 230 V AC

Current

24 V, 35 mA

115 V, 20 mA

230 V, 18 mA

Technical features

Technical features

COLOR
24 V DC 115 V AC 115 / 230 V AC

LF12-4B LF12-4F LF12-4G

LF13-4B LF13-4F LF13-4G

LF15-4B LF15-4F LF15-4G

LF16-4B LF16-4F LF16-4G

LF19-4B LF19-4F LF19-4G

COLOR
24 V DC 115 V AC 115 / 230 V AC

LL22-4B LL22-4F LL22-4G

LL23-4B LL23-4F LL23-4G

LL25-4B LL25-4F LL25-4G

LL26-4B LL26-4F LL26-4G

LL29-4B LL29-4F LL29-4G

Codes and data for ordering

Codes and data for ordering

Fresnel Lens

Fresnel Lens
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ROTATING LIGHT BEACONS

Reflective parabola and LED lighting, an exceptional combination. Continuous operation, low power consumption, long life.

Extraordinary behaviour even in the presence of shocks and vibrations.

ReflectiveReflective
andand rotating
parabola parabola 

Neutral dome Neutral dome 
and and colored 

light source light source 

Light output

high brightness LED

Operating voltage

24 V DC

Current

230 mA

Technical features

COLOR
24 V DC - Colored dome

LA52-4B

LA53-4B

LA55-4B

LA56-4B

LA59-4B

COLOR
24 V DC - Neutral dome

LA5264B

LA5364B

LA5564B

LA5664B

LA5964B

Codes and data for ordering Codes and data for ordering
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230 Serie
Audio optical indicators

Technical features

Compliance

Directive CEE 2014/35 Low voltage - Directive CEE 2014/30

Electromagnetic compatibility - Directive CEE 2006/42 Machinery

Conformity to standards

EN 60947.5.1 - EN 60204.1 - EN 60073 - EN 60529 -

EN 60068.2.6 - EN60068-2-27 - EN ISO 7731 - EN 981 - IEC 536

Material

Polycarbonate (PC) / ABS

Sound frequency and power

+/- 3500 Hz - 78 dB

Operating temperature

- 20° C + 50° C ( 12V 40°C ) 

Approvals

UL, CSA, CE

Resistance to vibrations

Min 2 days ( 10-150 Hz ) accordance EN 60068-2-6.

Light

      
Connections

With screw terminals 

The acoustic signalling, like the optical one, is used to communicate messages to operator.

Optical audio panel-mounted indicators are distinguished because of their great surrender, their continuous operation and low power.

230 serie includes a wide range of piezoelectric and magnetic buzzer for panel-mounting.

The connection is with screw terminals to facilitate installation.
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230 Serie

Technical features

Frequency sound / Signal repetition

 +/- 3.500 Hz +/- 1 Hz

A-weighted sound power measured at 1 m 78 dB

Protection degree

IP 20

Voltage

24 V AC/DC, 115 V AC, 230 V AC

Current

24 V / 25 mA - 115 V / 15 mA - 230 V / 10mA

Dimensions

(Ø x ledge) 30 mm x 15 mm

Codes for ordering

24 V DC/AC 115V AC 115V - 230V AC

ECX2071-127R ECX2071-230R ECX2071-24R

ECX71

Combined indicator for panel mounting (ø 22 mm). Signal light and audible intermittent signal.
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Technical features

Technical features

Frequency sound / Signal repetition

 +/- 3.500 Hz +/- 1 Hz

A-weighted sound power measured at 1 m 78 dB

Protection degree

IP 20

Voltage

24 V AC/DC, 48 V AC/DC, 115 V AC, 230 V AC

Current

24 V / 20 mA - 48 V /25 mA - 115 V / 15 mA 

230 V / 10mA

Connections

Clamps with screw clamp. Max 1,5 mm

Dimensions

(Ø x ledge) 30 mm x 15 mm

Frequency sound / Signal repetition

+/- 2.900 Hz +/- 1 Hz

A-weighted sound power measured at 1 m 95 dB

Protection degree

IP 20

Voltage

12 V AC/DC, 24 V AC/DC, 48 V AC/DC

Current

12 V / 15 mA - 24 V / 20 mA - 48 V / 25 mA 

Connections

Clamps with screw clamp. Max 1,5 mm

Material

ABS

Codes for ordering

24 V DC/AC 48V AC 115V AC 115V - 230V AC

ECX2070-24 ECX2070-48 ECX2070-127 ECX2070-230

Codes for ordering

12 V DC/AC 24 V DC/AC 48V AC

ECX28100A ECX28100B ECX28100D

ECX70

ECX28

Combined indicator for panel mounting (ø 22 mm). Pulse sound.

Combined indicator for panel mounting (ø 28 mm). Pulse or continuous sound.
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230 Serie

Technical features

Technical features

Frequency sound

+/- 600 Hz

A-weighted sound power measured at 1 m

100 dB

Protection degree

IP 65

Voltage

24 (18-30) V AC/DC

Current

60 mA

Connections

with 250 mm long wires

Material

ABS

Dimensions

55x13 mm

Codes for ordering

12 V DC/AC

ECX32100A

Codes for ordering

Pulse Continuous

ECX55P100B ECX55C100B

ECX32

ECX55

Combined indicator for panel mounting (ø 28 mm). Pulse or continuous sound.

Pulse or continuous sound.

Frequency sound / Signal repetition

 +/- 2.900 Hz +/- 1 Hz

A-weighted sound power measured at 1 m 95 dB

Protection degree

IP 20

Voltage

12 (10-28) V DC (ac)

Current

12 V / 15 mA

Connections

Clamps with screw clamp. Max 1,5 mm

Material

ABS
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Serie 187
Audible compact units 

Technical features

Conformity

Directive CEE 2014/35 Low voltage - Directive CEE 2014/30 EMC - 

Directive CEE 2006/42 Machinery

Conformity to standars

EN 60947.5.1 - EN 60204.1 - EN 60073 - EN 60529 - EN 

60068.2.6 - EN 60068-2-27 - EN ISO 7731 - EN 981 - IEC 536 

Material

Polycarbonate

Sound frequency

+/- 3700 Hz

Operating temperature

- 20° C + 50° C

Resistance to vibrations

Min 2 days ( 10-150 Hz ) about EN 60068-2-6.

Connections

with screw clamps, max cable size 1,5 mmq

Dimensions

( Ø x height ) 62 mm x 60 mm

The audible units of the 187 series signalling messages to the operator by sounds.

The characteristics that distinguish these products are the following:

Two-tone with the possibility of remote selection - Assembly possible in multiple ways

Great power and ease of installation
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187 Serie

Technical features

Codes for ordering

AF700CB

Codes for ordering

AF70FCB

Audible unit for panel mounting (Ø 22 mm)

Audible unit with base

Audible unit for panel mounting (ø 22 mm). Pulse or continuous sound.

Audible unit with base. Pulse or continuous sound.

Sound and Signal repetition frequency

+/- 3700 Hz _ +/- 1,2 Hz

Effective dB determined at a distance of 1 m

Pulse sound 85 dB - Continuous sound 82 dB

Protection degree

IP 54

Voltage

24 V DC ( 18-30 V )

Current

20 mA

Housing

Polycarbonate

Dimensions

( Ø x height ) 62 mm x 60 mm

Sound and Signal repetition frequency

+/- 3700 Hz _ +/- 1,2 Hz

Effective dB determined at a distance of 1 m

Pulse sound 85 dB - Continuous sound 82 dB

Protection degree

IP 54

Voltage

24 V DC ( 18-30 V )

Current

20 mA

Housing

Polycarbonate

Dimensions

( Ø x height ) 62 mm x 60 mm

Technical features
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Serie 710
Compact electronic sounders

Technical features

Compliance

Directive CEE 2014/35 Low voltage - Directive CEE 2014/30 EMC - 

Directive CEE 2006/42 Machinery

Conformity to standars

EN 60947.5.1 - EN 60204.1 - EN 60073 - EN 60529 - EN 

60068.2.6 - EN 60068-2-27 - EN ISO 7731 - EN 981 - IEC 536 

Material

ABS

Sound frequency and dB

from 500 to 2900 Hz

max 103 dB

Voltage

12/24 V DC - 100/260 V AC

Operating Temperature

- 20° C + 50° C

Resistance to vibrations

Min 2 day ( 10-150 Hz )

Connections

with screw clamps, max cable size 1,5 mmq

Dimensions

(Ø x height) 101 mm x 110 mm

The 710 series sirens signal messages to the operator through multiple sounds.

The characteristics that distinguish these products are the following:

28 tones with possibility of remote control of a second tone - Simple assembly possible in many ways

Higher sound output ( 100 dB ) with tone variation - High protection
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710 Serie

Technical features

Codes for ordering

ECX101K

Codes for ordering

ECX101W

Electronic sounders 100 dB - 28 tones

Electronic sounders 100 dB - 8 tones

Frequency sound

from 500 to 2900 Hz

Effective dB determined at a distance of 1 m

Max 103 dB

Protection degeree

IP 65

Voltage

12 / 24 V DC

Operating temperature

- 20 °C + 50 °C

Housing

ABS

Dimensions

( Ø x height ) 101 mm x 100 mm

Frequency sound

from 500 to 2900 Hz

Effective dB determined at a distance of 1 m

Max 103 dB

Protection degeree

IP 65

Voltage

100 / 260 V DC

Operating temperature

- 20 °C + 50 °C

Housing

ABS

Dimensions

( Ø x height ) 101 mm x 100 mm

Electronic sounders 100 dB 28 tones. 

Electronic sounders 100 dB 8 tones. 

Technical features
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Led and f i lament bulbs

LED and filament bulbs
LED bulbs use a monochromatic light source, the light is so defined

when it is made up of electromagnetic waves that have the same wavelength

(with the exception of white LEDs which are normally bichromatic).

Always use LED bulbs with alarm caps of the same color.

The use of white light LED bulbs coupled with caps of other colors,

they restore the filter function of the caps with the sole purpose of reducing the light output.

Durability, over 25,000 hours. No maintenance or assistance costs.

Low absorption and perfect operation even in the presence of strong vibrations or shocks.

Bulbs colors

Sold in packaging of 10 bulbs
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BULBS with 45 SMD LED
Bulbs with 10 SMD LED 360 ° diffused light and frontally. BA 15d base.

Particularly suitable for use in stack lights and beacons.

Technical features

Voltage

24 - 115 - 230 V ( other on request )

Colors

     

Current

24 V DC/AC, < 110 mA - 115 V AC, < 30 mA 

- 230 V AC, < 25 mA

BULBS with 10 SMD LED
Bulbs with 10 SMD LED 360 ° diffused light and frontally. BA 15d base.

Particularly suitable for use in stack lights and beacons.

Technical features

Voltage

12 - 24 - 48 - 115 - 230 V (other on request )

Colors

     

Current

24 V DC/AC, < 50 mA - 115 V AC, < 18 mA

230 V AC, < 17 mA

COLORS
Codes for ordering

12V DC-AC 24 V DC-AC 48V AC 115V AC 115V - 230V AC

11EA2 11EB2 - 11EF2 11EG2

- 11EB4 - 11EF4 11EG4

- 11EB4 - 11EF4 11EG4

- 11EB5 - 11EF5 11EG5

- 11EB6 - 11EF6 11EG6

11EA9 11EB9 11ED9 11EF9 11EG9
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Led and f i lament bulbs

FILAMENT  BULBS
Sturdy and vibration-protected filament bulbs. 

Duration 2000 working hours.

COLORS
Codes for ordering

24 V DC-AC 115V AC 115V - 230V AC

11KB2 11KF2 11KG2

11KB4 11KF4 11KG4

11KB4 11KF4 11KG4

11KB5 11KF5 11KG5

11KB6 11KF6 11KG6

11KB9 11KF9 11KG9

Codes for ordering

12 V DC-AC 24V DC-AC 30 V 115 V AC 240 V AC

11-12 5W 11S24 5W 1130V 5W 11E15 5W 11E30 5W

- 11B10 10W - 11F60 60W -

- 11B21 21W - - -

- 11B45 45W - - -

BULBS with 45 SMD LED

Notes
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Accessories

Bases with polycarbonate extension poles

Bases with aluminium extension poles

Aluminum poles

Polycarbonate extension poles

Bases with metal extension poles
for 90° fixing

Bases with polycarbonate poles for 90° 
fixing

Metal bases with extension poles 
for 90° fixing

h 100 mm h 200 mm h 300 mm h 400 mm h 500 mm

Grey Ø 80 80-01 80-02 80-03 80-04 80-05

Grey Ø 70 54-01 54-02 54-03 54-04 54-05

Clear grey Ø 70 54-71 54-72 54-73 54-74 54-75

Black Ø 80 80-10 80-20 80-30 80-40 80-50

Black Ø 80 54-10 54-20 54-30 54-40 54-50

h 50 mm h 100 mm h 200 mm h 300 mm h 400 mm h 500 mm

Grey Ø 80 - 80M01 80M02 80M03 80M04 80M05

Grey Ø 70 54M0X 54M01 54M02 54M03 54M04 54M05

Clear grey Ø 70 54M7X 54M71 54M72 54M73 54M74 54M75

Black Ø 80 - 80M10 80M20 80M30 80M40 80M50

Black Ø 80 - 54M10 54M20 54M30 54M40 54M50

h 100 mm h 200 mm h 300 mm h 400 mm h 500 mm h 1000 mm

88M10 88M20 88M30 88M40 88M50 88M80

h 100 mm

Grey 88-01

Clear grey 87-71

Black 88-10

Grey Ø 80 80-09

Grey Ø 70 54-09

Clear grey Ø 70 54-79

Black Ø 80 80-90

Black Ø 70 54-90

Pole

Plastic 54MP9

Metal 54MM9

Grey Ø 80 80M09

Grey Ø 70 54M09

Clear grey Ø 70 54M79

Black Ø 80 80M90

Black Ø 70 54M90
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Accessories

Accessories

Nylon-glass bracket for 
90° fixing

Black metal base
h. 20 | Ø 70

Pole for outdoor 
mounting

Adapter for 
22 mm hole

Adapter

Pole for 22 mm hole 
mounting

55P62

54M6588N25 88F10

88F30

88A22 88A25

100 mm pole

300 mm pole

Ø 45 mm 
polycarbonate base

Ø 85 mm base

Ø 60 mm base 

Base for Ø 22 mm
hole mounting 

Extension pole
h 90 mm

Ø 85 mm base
for acoustic

Ø 60 mm base
for acoustic

Adapter 
element

Polycarbonate base 
and pole

Shallow base 
Ø 60 mm

Base for Ø 22 mm
hole mounting

Adapter for acoustic
element

50-20

85-A0

85-E0

85-DS

88-25

85-AS

85-ES

85-C0

54MP9

85-B0

85-D0

85-CS


